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Measurably better value

Model Outputs Voltage / Current Power Interfaces
QPX600D Two 0 to 80V / 0 to 50A * 2 x 600W Analog only
QPX600DP Two 0 to 80V / 0 to 50A * 2 x 600W RS232/USB/LAN/GPIB
Brief specifications: 
Line & load regulation: <0.01%.  Output noise: < 3mV rms.
Setting accuracies: voltage - 0.1% ± 2mV,  current - 0.3% ± 20mA.
Size: 350 x 130 x 415mm (WxHxD)
* Note: max. current is not available with max. voltage, see PowerFlex curve.
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To learn more about LXI visit: 
 www.aimtti.com/go/lxi

5A0A 10A 15A 20A 25A 30A 35A 40A 45A 50A
0V

10V

20V

30V

40V

50V

60V

70V

80V

QP X600D
PowerF lex+

Power E nvelope
(600W max.

per output)

QPX600D & DP
Dual independent or tracking 600 watt outputs
PowerFlex+ gives ultra wide range variable 
voltage/current combinations 
Up to 80 volts and up to 50 amps within each 
power envelope
Isolated tracking of voltage and current
Low output noise and ripple
High setting resolution of 1mV
Analog, RS232, USB GPIB & LAN interfaces (DP)















The QPX600D & DP offer 1200 watts of maximum 
power, arranged as two isolated outputs of 600 
watts each.

It uses the latest TTi regulation system, PowerFlex+, 
which offers a much wider flexing range of more 
than 6½:1.

The QPX600 can be operated as two entirely 
independent power supplies, each with its own 
display.  Alternatively multiple tracking modes are 
available including ones intended for series and 
parallel operation which provide metering of total 
voltage or total current respectively.

These power supplies are suited to both bench-top 
and system applications and has a wide range of 
remote control interfaces.

QPX600D & DP
1200 watts PowerFlex+
Dual 600 watt outputs
Higher currents at lower voltages
Up to 80 volts and up to 50 amps
Smart tracking modes
Wide range of remote interfaces 













The QPX600D incorporates two 
isolated outputs of 600W each.

PoweFlex+ regulations provides 
up to 80V or 50A, and smart 
tracking enables the outputs to 
be combined  with total voltage 
or current indicated on a single 
meter.

Per info contattare il Sig. Michele Sarti al +39.333.47.32.949 o il Sig. Ezio Sarti al +39.348.154.0356


