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DC VOLTAGE CHARACTERISTICS

Accuracy

Accuracy

Range 23 C+5C(1 Year)
200.0000mV 0.0050+0.0035
2.000000V 0.0050+0.0010
20.00000V 0.0050+0.0010
200.0000V 0.0050+0.0010
1000.000V 0.0050+0.0020

Temperature Cofficient [/ C

0.0005+0.0005
0.0005+0.0001
0.0005+0.0001
0.0005+0.0001
0.0005+0.0001

+(% of reading +% of Range); Voltage input Resistance:10M Q) for all DC Voltage ranges
DC CURRENT CHARACTERISTICS

Range Burden Voltage 23 C+5C(1 Year)
30.00000mA <0.4v 0.01+0.005
300.0000mA <0.5V 0.01+0.005
3.000000A <0.8V 0.01+0.005
30.00000A <0.8V 0.01+0.005
300.0000A <0.8V 0.02+0.005

+(% of reading +% of Range)

TRUE RMS ACVOLTAGE CHARACTERISTICS

Accuracy

Range Frequency 23 C+5C(1 Year)
200.0000mV

2.000000V 45Hz-2KHz 0.5+0.05
20.00000V 2KHz-10kHz 1.0+0.05
200.0000V 10kHz-20kHz 2.0+0.710
600.000V

£(% of reading +% of Range)

TRUE RMS ACCURRENT(AC+DC) CHARACTERISTICS

Accuracy

CURRENT MONITOR ACCURACY

Range

POWER SOURCE

POWER LINE FREQUENCY
OPERATING ENVIRONMENT
STORAGE ENVIRONMENT
POWER CONSUMPRION

DIMENSIONS & WEIGHT

Range Frequency 23 C+5C(1 Year)
30.00000mA 45HZz-2KHz 0.5+0.05
300.0000mA 2KHz-10kH 1.0+0.05
3.000000A z 1Kz P
30.00000A

300.0000A 45Hz-400Hz 0.5+0.05

+(% of reading +% of Range)

Shunt Value DC Accuracy AC Accuracy = 400Hz
100 0.01% 0.1%
10 0.01% 0.1%
010 0.01% 0.1%
0.01Q 0.01% 0.1%
0.001Q2 0.02% 0.1%

100V/120V/220V/240V10%
50/60Hz

Full Accuracy for 0°C ~ 50°C, Full accuracy to 80% R.H. at 40C
-40C ~70C

Max 35VA

210(W) x 80(H) x 390(D)mm ; Approx. 6kg

Temperature Cofficient / C
0.001+0.002
0.001+0.002
0.001+0.002
0.001+0.002
0.001+0.002

Temperature Cofficient / C

0.005+0.005
0.005+0.005
0.005+0.005
0.005+0.005
0.005+0.005

Temperature Cofficient / C
0.03+0.006
0.03+0.006
0.03+0.006
0.03+0.006
0.03+0.006

Max Input DC/AC RMS
30mA

300mA

3A

30A

300A
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