
2.5 mm Pitch PCB and Wire Connectors 2.5 mm Pitch PCB and Wire Connectors -- Standard ApplicationStandard Application

2.5 Pitch SERIES

C 1

2521P (DIP)

2511P (DIP) 2600S

2520S

2563T

2523T

2501P (DIP/Reflow)

2501P (DIP)

2502P (DIP)

2512P (DIP)

2522P (DIP)

S/T

R/A

2501P (SMT/Reflow)

2500S 2503T

2500S 2503T

LF HFARoHS REACH
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2.5 mm Pitch PCB and Wire Connectors 2.5 mm Pitch PCB and Wire Connectors -- Standard ApplicationStandard Application

2.5 Pitch SERIES

C 2

LF HFARoHS REACH

2531P (DIP) 2532P (DIP) 2530S 2533T

6203T6200S6203 (DIP)6202 (DIP)

2550TM 2550M 2550F 2550TF

2640S Type-A 2543T

2642P (DIP)2641P (DIP)

2643TM 2640M

2640M Type-B

2511P 2512P

2510S Type-A 2543T

2643TM

CP-2010

Michele
Typewriter
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2.5mm Pitch PCB and Wire Connectors 2.5mm Pitch PCB and Wire Connectors -- Standard ApplicationStandard Application

2.5 Pitch SERIES

C 3

2508S2508S MATED WITH 2509T

2508S 2519T

2509T

2508S MATED WITH 2519T

LF HFARoHS REACH

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2503T Crimp Terminal

2500S Single-Row Housing

C 4

2.5 mm Pitch  Wire to Board Connector

2.5 Pitch 2500 SERIES CONNECTOR

Specifications
◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 10 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -25℃ to 85℃
◇ Applicable PC Board Thickness: 1.6mm

Reference
◇ Mates with 2501P,2502P Header
◇ Use with 2503T Terminal
◇ Certifications: UL , CSA

Reference
◇ Mates with 2500S Housing
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Ordering Information

2503T011R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2503T011R
Phosphor Bronze,

Tin-Plated

1.9 Max. 8,000

Material Remark

Part
Number

Applicable Wire
Q'ty /
ReelAWG #

Insulation
O.D. mm

Ordering Information

A C
2 2500S02 00 2.5 7.3
3 2500S03 00 5.0 9.8
4 2500S04 00 7.5 12.3
5 2500S05 00 10.0 14.8
6 2500S06 00 12.5 17.3
7 2500S07 00 15.0 19.8
8 2500S08 00 17.5 22.3
9 2500S09 00 20.0 24.8
10 2500S10 00 22.5 27.3
11 2500S11 00 25.0 29.8
12 2500S12 00 27.5 32.3
13 2500S13 00 30.0 34.8
14 2500S14 00 32.5 37.3
15 2500S15 00 35.0 39.8
16 2500S16 00 37.5 42.3

Material
Part

Housing

Circuits Part No.
Dimension

B
5.7
8.2

10.7
13.2
15.7
18.2
20.7
23.2
25.7
28.2
30.7
33.2
35.7
38.2
40.7

Material

Nylon 66 94V-0, Natural (White)

CP-2010

Michele
Typewriter
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2.5 mm Pitch Wire to Board Connector

2.5 Pitch 2500 SERIES CONNECTOR

C 5

2501P, 2502P DIP Header
Specifications

◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 10 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -25℃ to 85℃
◇ Applicable PC Board Thickness: 1.6 mm

Reference
◇ Mates with 2500S Housing
◇ Certifications: UL , CSA

P.C. Board Layout / Assembly Layout

LWE
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0.64 Square pin

Circuit 1

Circuit 1

2.5  TYP. 1.2  TYP. 

 Straight Type Right-Angle Type

9.
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1

1.2  TYP. 2.5  TYP.

LF HFARoHS REACH

Ordering Information

Straight A B
2 2501P0200T 2.5 7.5
3 2501P0300T 5.0 10.0
4 2501P0400T 7.5 12.5
5 2501P0500T 10.0 15.0
6 2501P0600T 12.5 17.5
7 2501P0700T 15.0 20.0
8 2501P0800T 17.5 22.5
9 2501P0900T 20.0 25.0
10 2501P1000T 22.5 27.5
11 2501P1100T 25.0 30.0
12 2501P1200T 27.5 32.5
13 2501P1300T 30.0 35.0
14 2501P1400T 32.5 37.5
15 2501P1500T 35.0 40.0
16 2501P1600T 37.5 42.5

Material
Part Remark
Base

Contact

Nylon 66 94V-0, Natural(White)
Brass, Tin-Plated

2502P1400T
2502P1500T
2502P1600T

Material

2502P1000T
2502P1100T
2502P1200T
2502P1300T

2502P0600T
2502P0700T
2502P0800T
2502P0900T

2502P0200T
2502P0300T
2502P0400T
2502P0500T

Circuits
Part No. Dimension

Right-Angle

CP-2010

Michele
Typewriter
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2.5 mm Pitch Wire to Board Connector

2.5 Pitch 2500 SERIES CONNECTOR

2501P DIP and SMT Header
High-HDT Specifications

◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 10 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -25℃ to 85℃
◇ Applicable PC Board Thickness: 1.6 mm

Reference
◇ Mates with 2500S Housing
◇ Certifications: UL, CSA

P.C. Board Layout / Assembly Layout

※ Available P/N of Halogen-Free replacement:

2501P xx 09V-SNH ( xx : Circuit No.)
2501P xx S9V-SNH ( xx : Circuit No.)

※ SMT Embossed Tape Packing for SMT Header

C 6
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Ordering Information  REFLOW SOLDER SERIES

DIP Header A B C
2 2501P0209V 2.5 7.5 10.5
3 2501P0309V 5.0 10.0 13.0
4 2501P0409V 7.5 12.5 15.5
5 2501P0509V 10.0 15.0 18.0
6 2501P0609V 12.5 17.5 20.5
7 2501P0709V 15.0 20.0 23.0
8 2501P0809V 17.5 22.5 25.5
9 2501P0909V 20.0 25.0 28.0
10 2501P1009V 22.5 27.5 30.5
11 2501P1109V 25.0 30.0 33.0
12 2501P1209V 27.5 32.5 35.5
13 2501P1309V 30.0 35.0 38.0
14 2501P1409V 32.5 37.5 40.5
15 2501P1509V 35.0 40.0 43.0
16 2501P1609V 37.5 42.5 45.5

Material
Part
Base

Contact
Peg

Circuits
Part No. Dimension

SMT Header
2501P02S9V
2501P03S9V
2501P04S9V
2501P05S9V
2501P06S9V
2501P07S9V
2501P08S9V
2501P09S9V
2501P10S9V
2501P11S9V
2501P12S9V
2501P13S9V
2501P14S9V
2501P15S9V
2501P16S9V

Material
High HDT Nylon 94V-0, Ivory

Brass, Matte Tin-Plated

CP-2010

Michele
Typewriter
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2.5 mm Pitch Wire to Board Connector

2.5 Pitch 2500 SERIES CONNECTOR

2502P Right Angle Header
Specifications

◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 10 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -25℃ to 85℃
◇ Applicable PC Board Thickness: 1.6 mm

Reference
◇ Mates with 2500S Housing
◇ Certifications: UL, CSA

P.C. Board Layout / Assembly Layout

※ Available P/N of Halogen-Free replacement:

2502P xx 09V-SNH ( xx : Circuit No.)
2502P xx S9V-SNH ( xx : Circuit No.)

※ SMT Embossed Tape Packing for SMT Header
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Ordering Information  REFLOW SOLDER SERIES

DIP Header A B
2 2502P0209V 2.5 10.0
3 2502P0309V 5.0 12.5
4 2502P0409V 7.5 15.0
5 2502P0509V 10.0 17.5
6 2502P0609V 12.5 20.0
7 2502P0709V 15.0 22.5
8 2502P0809V 17.5 25.0
9 2502P0909V 20.0 27.5
10 2502P1009V 22.5 30.0
11 2502P1109V 25.0 32.5
12 2502P1209V 27.5 35.0
13 2502P1309V 30.0 37.5
14 2502P1409V 32.5 40.0
15 2502P1509V 35.0 42.5

Material
Part

Base
Contact
Peg

Circuits
Part No. Dimension

SMT Header
2502P02S9V
2502P03S9V
2502P04S9V
2502P05S9V
2502P06S9V
2502P07S9V
2502P08S9V
2502P09S9V
2502P10S9V
2502P11S9V
2502P12S9V
2502P13S9V
2502P14S9V
2502P15S9V

Material

High HDT Nylon 94V-0, Ivory

Brass, Matte Tin-Plated

CP-2010

Michele
Typewriter
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2543T Crimp Terminal

2510S Crimp Housing

2.5 mm Pitch  Wire to Board Connector

2.5 Pitch 2510 SERIES CONNECTOR

Specifications
◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -40℃ to 105℃

Reference
◇ Mates with 2511P,2512P Headers
◇ Use with 2543T Terminal
◇ Certifications: UL, CSA

Reference
◇ Mates with 2510S, 2540S, 2640S Housing
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C 8

LF HFARoHS REACH

Ordering Information

2543T011R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2543T011R
Phosphor Bronze,

Tin-plated

1.9 Max. 10,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

10
.7

Circuit 1

B
A

LW
E

P=2.5

2510A

C

4.8
6.6

8.
0

Ordering Information

A
2 2510S02A0 2.5
3 2510S03A0 5.0
4 2510S04A0 7.5
5 2510S05A0 10.0
6 2510S06A0 12.5
7 2510S07A0 15.0
8 2510S08A0 17.5
9 2510S09A0 20.0
10 2510S10A0 22.5
11 2510S11A0 25.0
12 2510S12A0 27.5
13 2510S13A0 30.0
14 2510S14A0 32.5
15 2510S15A0 35.0

Material
Part

Housing

Circuits Part No.
Dimension

B
6.0
8.5
11.0
13.5
16.0
18.5
21.0
23.5
26.0
28.5
31.0
33.5
36.0
38.5

Material
Nylon 66 94V-0

CP-2010

Michele
Typewriter
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2600S Single-Row Housing

2.5 mm Pitch  Wire to Board Connector

2.5 Pitch 2600 SERIES CONNECTOR

Specifications
◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -40℃ to 105℃

Reference
◇ Mates with 2511P,2512P Headers
◇ Use with 2563T Terminal
◇ Certifications: UL, CSA

2563T Crimp Terminal
Reference

◇ Mates with 2510SXX10, 2560S, 2600S, 2630S Housing
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Ordering Information

2563T011R 22 - 28
2563T012R 22 - 28

Material
Part

2563T012R
※ Halogen-free product

※ Contact for more plating selection.

Brass, Tin-plated

Material Remark

2563T011R
Phosphor Bronze,

Tin-plated

1.9 Max. 10,000
1.9 Max. 10,000

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

Ordering Information

2 2600S0200
3 2600S0300
4 2600S0400
5 2600S0500
6 2600S0600
7 2600S0700
8 2600S0800
9 2600S0900
10 2600S1000
11 2600S1100
12 2600S1200
13 2600S1300
14 2600S1400
15 2600S1500

Material
Part

Housing

Circuits Part No.
Dimension

A B
2.5 5.5
5.0 8.0
7.5 10.5
10.0 13.0
12.5 15.5
15.0 18.0
17.5 20.5
20.0 23.0
22.5 25.5
25.0 28.0
27.5 30.5
30.0 33.0

Material
Nylon 66 94V-0

32.5 35.5
35.0 38.0

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2.5 mm Pitch Wire to Board Connector

2.5 Pitch 2510 SERIES CONNECTOR

2511P, 2512P DIP Header
Specifications

◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -40℃ to 105℃
◇ Applicable PC Board Thickness: 1.6 mm

Reference
◇ Mates with 2510S,2600S Housing
◇ Certifications: UL, CSA

P.C. Board Layout / Assembly Layout

C 10

15.7

7.
8

Straight Type Right-Angle Type
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.12.5  TYP. 1.2  TYP. 2.5  TYP. 1.2  TYP.

LF HFARoHS REACH

Circuit 1
Circuit 1

B

A
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0.64mm Square Pin
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A
B
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E

5.
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7.5

Right-Angle Type
0.64mm Square PinLW

E

Ordering Information

Straight A
2 2511P0200T 2.5
3 2511P0300T 5.0
4 2511P0400T 7.5
5 2511P0500T 10.0
6 2511P0600T 12.5
7 2511P0700T 15.0
8 2511P0800T 17.5
9 2511P0900T 20.0
10 2511P1000T 22.5
11 2511P1100T 25.0
12 2511P1200T 27.5
13 2511P1300T 30.0
14 2511P1400T 32.5
15 2511P1500T 35.0

Material
Part
Base

Contact

Circuits
Part No. Dimension

Right Angle B
2512P0200T 5.0
2512P0300T 7.5
2512P0400T 10.0
2512P0500T 12.5
2512P0600T 15.0
2512P0700T 17.5
2512P0800T 20.0
2512P0900T 22.5
2512P1000T 25.0
2512P1100T 27.5
2512P1200T 30.0
2512P1300T 32.5
2512P1400T 35.0
2512P1500T 37.5

Material
Nylon 66 94V-0

Brass, Tin-plated

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2523T Crimp Terminal

2520S Single-Row Housing

2.5 mm Pitch  Wire to Board Connector

2.5 Pitch 2520 SERIES CONNECTOR

Specifications
◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -40℃ to 105℃

Reference
◇ Mates with 2521P,2522P Headers
◇ Use with 2523T Terminal
◇ Certifications: UL, CSA

Reference
◇ Mates with 2520S Housing

※ Available P/N of Halogen-Free replacement: 

2520S xx 00-ANH ( xx : Circuit No.)
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Circuit 1

LF HFARoHS REACH

Ordering Information

2523T011R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2523T011R
Phosphor Bronze,

Tin-plated

1.9 Max. 10,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

Ordering Information

2 2520S02 00
3 2520S03 00
4 2520S04 00
5 2520S05 00
6 2520S06 00
7 2520S07 00
8 2520S08 00
9 2520S09 00
10 2520S10 00
11 2520S11 00
12 2520S12 00
13 2520S13 00
14 2520S14 00
15 2520S15 00

Material
Part

Housing

Circuits Part No.
Dimension

A B
2.5 5.8
5.0 8.3
7.5 10.8

10.0 13.3
12.5 15.8
15.0 18.3
17.5 20.8
20.0 23.3
22.5 25.8
25.0 28.3
27.5 30.8
30.0 33.3
32.5 35.8
35.0 38.3

Nylon 66 94V-0
Material

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2.5 mm Pitch Wire to Board Connector

2.5 Pitch 2520 SERIES CONNECTOR

2521P, 2522P DIP Header
Specifications

◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -40℃ to 105℃
◇ Applicable PC Board Thickness: 1.6 mm

Reference
◇ Mates with 2520S Housing
◇ Certifications: UL , CSA

P.C. Board Layout / Assembly Layout

4.
9

0.9  TYP.2.5  TYP. 12.9

4.9

10
.9

※ Available P/N of Halogen-Free replacement: 

2521P xx 00T-ANH ( xx : Circuit No.)
2522P xx 00T-ANH ( xx : Circuit No.)

C 12

Circuit 1

0.7 mm Round Pin

Circuit 1

B
A

P=2.5

0.7 mm Round Pin

A
B

P=2.5

4.9 3.4

6.
4

Right-Angle Type

4.9

Straight Type

5.
9

3.
5

7.
9

LF HFARoHS REACH

Ordering Information

Straight
2 2521P02 00T
3 2521P03 00T
4 2521P04 00T
5 2521P05 00T
6 2521P06 00T
7 2521P07 00T
8 2521P08 00T
9 2521P09 00T
10 2521P10 00T
11 2521P11 00T
12 2521P12 00T
13 2521P13 00T
14 2521P14 00T
15 2521P15 00T

Material
Part
Base

Contact

Part No. Dimension
Right Angle A B

Circuits

2522P02 00T 2.5 7.5
2522P03 00T 5.0 10.0
2522P04 00T 7.5 12.5
2522P05 00T 10.0 15.0
2522P06 00T 12.5 17.5
2522P07 00T 15.0 20.0
2522P08 00T 17.5 22.5
2522P09 00T 20.0 25.0
2522P10 00T 22.5 27.5
2522P11 00T 25.0 30.0
2522P12 00T 27.5 32.5
2522P13 00T 30.0 35.0
2522P14 00T 32.5 37.5
2522P15 00T 35.0 40.0

Nylon 66 94V-0
Material

Brass, Tin-Plated

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2533T Crimp Terminal

2530S Single-Row Housing

2.5 mm Pitch  Wire to Board Connector

2.5 Pitch 2530 SERIES CONNECTOR

Specifications
◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 800V AC/Minute
◇ Contact Resistance: 10 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -25℃ to 85℃

Reference
◇ Mates with 2531P,2532P Headers
◇ Use with 2533T Terminal
◇ Certifications: UL , CSA

Reference
◇ Mates with 2530S Housing

2.
0

0.8

B

A

B'

A'

5.
9

2.
0

1.
3

1.
5

SEC. B-B'

1.9

2.
7

SEC. A-A'

2.8

※ Available P/N of Halogen-Free replacement: 

2530S xx 00-SNH ( xx : Circuit No.)

C 13
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Circuit 1

LF HFARoHS REACH

Ordering Information

2533T011R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2533T011R
Phosphor Bronze,

Tin-plated

1.9 Max. 10,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

Ordering Information

2 2530S0200
3 2530S0300
4 2530S0400
5 2530S0500
6 2530S0600
7 2530S0700
8 2530S0800
9 2530S0900
10 2530S1000
11 2530S1100
12 2530S1200
13 2530S1300
14 2530S1400
15 2530S1500

Material
Part

Housing

Material
Nylon 66 94V-0, Natural(White)

32.5 37.0
35.0 39.5

27.5 32.0
30.0 34.5

22.5 27.0
25.0 29.5

17.5 22.0
20.0 24.5

12.5 17.0
15.0 19.5

7.5 12.0
10.0 14.5

2.5 7.0
5.0 9.5

Circuits Part No.
Dimension

A B

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2.5 mm Pitch Wire to Board Connector

2.5 Pitch 2530 SERIES CONNECTOR

2531P, 2532P DIP Header
Specifications

◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 800V AC/Minute
◇ Contact Resistance: 10 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -25℃ to 85℃
◇ Applicable PC Board Thickness: 1.6 mm

Reference
◇ Mates with 2530S Housing
◇ Certifications: UL , CSA

P.C. Board Layout / Assembly Layout

※ Available P/N of Halogen-Free replacement:

2531P xx 00T-SNH ( xx : Circuit No.)
2532P xx 00T-SNH ( xx : Circuit No.)

C 14

Circuit 1

Circuit 1

LWE

P=2.5

P=2.5

0.64mm Square Pin
Straight Type

Right  Angle-Type

0.64mm Square Pin

4.
8

3.
2

6.7

8.
7

3.
2

B
A

4.4

6.
5

2.
2

LWE

B
A

2.5  TYP. 1.2  TYP.

4.5 Right-Angle Type

1.2  TYP.2.5  TYP.

10.9

4.
9

8.
8

Straight Type

LF HFARoHS REACH

Ordering Information

Straight A
2 2531P0200T 2.5
3 2531P0300T 5.0
4 2531P0400T 7.5
5 2531P0500T 10.0
6 2531P0600T 12.5
7 2531P0700T 15.0
8 2531P0800T 17.5
9 2531P0900T 20.0
10 2531P1000T 22.5
11 2531P1100T 25.0
12 2531P1200T 27.5
13 2531P1300T 30.0
14 2531P1400T 32.5
15 2531P1500T 35.0

Material
Part
Base

Contact

Nylon 66 94V-0, Natural(White)
Brass, Tin-Plated

Material

2532P1500T 40.0
2532P1400T 37.5
2532P1300T 35.0
2532P1200T 32.5
2532P1100T 30.0
2532P1000T 27.5
2532P0900T 25.0
2532P0800T 22.5
2532P0700T 20.0
2532P0600T 17.5
2532P0500T 15.0
2532P0400T 12.5
2532P0300T 10.0
2532P0200T 7.5

Dimension
B

Circuits
Part No.

Right Angle

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2543T Crimp Terminal

2640S Housing A-Series

2.5 mm Pitch  Wire to Board, Wire to Wire Connector

2.5 Pitch 2640 SERIES CONNECTOR

Specifications
◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -40℃ to 105℃

Reference
◇ Mates with 2641P,2642P Headers or 2640M Receptacle Housing
◇ Used with 2543T

Reference
◇ Mates with 2510S, 2540S, 2640S A-Series Housing

B

A

B'

A'

8.
5

3.
3

1.
9

2.0

1.
9

SEC. B-B'SEC. A-A'

2.
4

2.6

2.
6

1.4

※ Available P/N of Halogen-Free replacement: 

2640S xx A0-SNH ( xx : Circuit No.)

C 15

26
40
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LW
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P=2.5

B

C

4.
3

10
.5

A

Circuit 1

LF HFARoHS REACH

Ordering Information

2543T011R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2543T011R
Phosphor Bronze,

Tin-plated

1.9 Max. 10,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

Ordering Information

A C
2 2640S02A0 2.5 7.5
3 2640S03A0 5.0 10.0
4 2640S04A0 7.5 12.5
5 2640S05A0 10.0 15.0
6 2640S06A0 12.5 17.5
7 2640S07A0 15.0 20.0
8 2640S08A0 17.5 22.5
9 2640S09A0 20.0 25.0
10 2640S10A0 22.5 27.5
11 2640S11A0 25.0 30.0
12 2640S12A0 27.5 32.5
13 2640S13A0 30.0 35.0
14 2640S14A0 32.5 37.5
15 2640S15A0 35.0 40.0

Material
Part

Housing

Circuits Part No.
Dimension

B
5.6
8.1
10.6
13.1
15.6
18.1
20.6
23.1
25.6
28.1
30.6
33.1
35.6
38.1

Material
Nylon 66 94V-0, Natural(White)

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2643T Crimp Terminal

2640S Crimp Housing

2.5 mm Pitch  Wire to Board, Wire to Wire Connector

2.5 Pitch 2640 SERIES CONNECTOR

Specifications
◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -40℃ to 105℃

Reference
◇ Mates with 2641P,2642P Header and 2640M Receptacle Housing
◇ Used with 2643T

Reference
◇ Mates with 2640S Series Housing

※ Available P/N of Halogen-Free replacement: 

2640S xx 00-SNH ( xx : Circuit No.)

2.5

2.
4

1.5

1.
7

3.
6

1.
5

7.
8

1.8
SEC B-BSEC A-A

C 16

LF HFARoHS REACH

Ordering Information

2643T011R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2643T011R
Phosphor Bronze,

Tin-plated

1.9 Max. 10,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

Ordering Information

A C
2 2640S0200 2.5 7.5
3 2640S0300 5.0 10.0
4 2640S0400 7.5 12.5
5 2640S0500 10.0 15.0
6 2640S0600 12.5 17.5
7 2640S0700 15.0 20.0
8 2640S0800 17.5 22.5
9 2640S0900 20.0 25.0
10 2640S1000 22.5 27.5
11 2640S1100 25.0 30.0
12 2640S1200 27.5 32.5
13 2640S1300 30.0 35.0
14 2640S1400 32.5 37.5
15 2640S1500 35.0 40.0

Material
Part

Housing

Circuits Part No.
Dimension

5.6

10.6

15.6

20.6

25.6

B

8.1

13.1

18.1

23.1

28.1
30.6
33.1
35.6
38.1

Material
Nylon 66 94V-0, Natural(White)

CP-2010

P=2.5

10
.5

4.
3

A

B

C

A

NO.1 CIRCUIT

1

Circuit 1

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



C 17

2.5 mm Pitch  Wire to Board, Wire to Wire Connector

2.5 Pitch 2640 SERIES CONNECTOR

LF HFARoHS REACH

2641P, 2642P Headers
■ Specifications

■ Reference

P.C. Board Layout / Assembly Layout 

Ordering Information

Straight A
2 2641P0200T 2.5
3 2641P0300T 5.0
4 2641P0400T 7.5
5 2641P0500T 10.0
6 2641P0600T 12.5
7 2641P0700T 15.0
8 2641P0800T 17.5
9 2641P0900T 20.0
10 2641P1000T 22.5
11 2641P1100T 25.0
12 2641P1200T 27.5
13 2641P1300T 30.0
14 2641P1400T 32.5
15 2641P1500T 35.0

Material
Part Material
Base Nylon 66 94V-0, Natural

Contact Brass, Tin-plated

Circuits
Part No. Dimension

Right Angle B
2642P0200T 7.5
2642P0300T 10.0
2642P0400T 12.5
2642P0500T 15.0
2642P0600T 17.5
2642P0700T 20.0
2642P0800T 22.5
2642P0900T 25.0
2642P1000T 27.5
2642P1100T 30.0
2642P1200T 32.5
2642P1300T 35.0
2642P1400T 37.5
2642P1500T 40.0

Remark

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2.5 mm Pitch Wire to Wire Connector

2.5 Pitch 2640 SERIES CONNECTOR

2640M Receptacle Housing

2643TM Crimp Terminal

Specifications
◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -40℃ to 105℃

Reference
◇ Mates with 2640S Series Housing
◇ Use with 2643TM Terminal

Reference
◇ Mates with 2640M, 2640M B-Series Housing

※ Available P/N of Halogen-Free replacement: 

2640M xx 00-ANH ( xx : Circuit No.)

0.7
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7

SEC.B-B'

C 18

LF HFARoHS REACH

Ordering Information

2643TM11R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2643TM11R
Phosphor Bronze,

Tin-plated

1.9 Max. 15,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

1 5 12

Circuit 1

B

A

C

P=2.5

Assembly Layout

20
.7

17
.0

5.4

6.7

8.2

Ordering Information

A C
2 2.5 8.1
3 5.0 10.6
4 7.5 13.1
5 10.0 15.6
6 12.5 18.1
7 15.0 20.6
8 17.5 23.1
9 20.0 25.6
10 22.5 28.1
11 25.0 30.6
12 27.5 33.1
13 30.0 35.6
14 32.5 38.1
15 35.0 40.6

Material
Part

Housing

Circuits
Part No. Dimension

Positive Lock B
2640M0200 6.4
2640M0300 8.9
2640M0400 11.4
2640M0500 13.9
2640M0600 16.4
2640M0700 18.9
2640M0800 21.4
2640M0900 23.9
2640M1000 26.4
2640M1100 28.9
2640M1200 31.4
2640M1300 33.9
2640M1400 36.4
2640M1500 38.9

Material

Nylon 66 94V-0

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2.5 mm Pitch Wire to Wire Connector

2.5 Pitch 2640 SERIES CONNECTOR

2640M Receptacle Housing, Type-B
Specifications

◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -40℃ to 105℃

Reference
◇ Mates with 2510SXXA0 Housing
◇ Use with 2643TM Terminal

2643TM Crimp Terminal
Reference

◇ Mates with 2640M, 2640M B-Series Housing

※ Available P/N of Halogen-Free replacement: 

2640M xx B0-ANH ( xx : Circuit No.)
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C 19

LF HFARoHS REACH

Ordering Information

2643TM11R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2643TM11R
Phosphor Bronze,

Tin-plated

1.9 Max. 15,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

1 5 12

Circuit 1

B

P=2.5
A

C

5.4

Assembly Layout

7.3

7.6

20
.9

17
.0

Ordering Information

A C
2 2.5 8.1
3 5.0 10.6
4 7.5 13.1
5 10.0 15.6
6 12.5 18.1
7 15.0 20.6
8 17.5 23.1
9 20.0 25.6
10 22.5 28.1
11 25.0 30.6
12 27.5 33.1
13 30.0 35.6
14 32.5 38.1
15 35.0 40.6

Material
Part

Housing

Circuits
Part No. Dimension

Friction Lock B
2640M02B0 6.4
2640M03B0 8.9
2640M04B0 11.4
2640M05B0 13.9
2640M06B0 16.4
2640M07B0 18.9
2640M08B0 21.4
2640M09B0 23.9
2640M10B0 26.4
2640M11B0 28.9
2640M12B0 31.4
2640M13B0 33.9
2640M14B0 36.4
2640M15B0 38.9

Material
Nylon 66 94V-0

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



6203T Crimp Terminal

6200S Single-Row Housing

2.5 mm Pitch  Wire to Board Connector

2.5 Pitch 6200 SERIES CONNECTOR

Specifications
◇ Current rating: 2A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 750V AC/Minute
◇ Contact Resistance: 10 mΩ Max. before environment test
◇ Insulation Resistance: 500 MΩ Min.
◇ Temperature Range: -20℃ to 95℃
◇ Applicable PC Board Thickness: 1.6mm

Reference
◇ Mates with 6202P,6203P Header
◇ Use with 6203T Terminal
◇ Certifications: UL , CSA

Reference
◇ Mates with 6200S Housing

B B'
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※ Available P/N of Halogen-Free replacement: 

6200S xx 02-SNH ( xx : Circuit No.)

※ UL94V-0 Grade Product is available.

C 20
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Ordering Information

6203T01R 22 - 26

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

6203T011R
Phosphor Bronze,

Tin-plated

1.65 Max. 10,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

Ordering Information

2 6200S0202
3 6200S0302
4 6200S0402
5 6200S0502
6 6200S0602
7 6200S0702
8 6200S0802
9 6200S0902
10 6200S1002
11 6200S1102
12 6200S1202

Material
Part

Housing

Material

Nylon 66 94V-2, Natural(White)

27.5 32.3
25.0 29.8
22.5 27.3
20.0 24.8
17.5 22.3
15.0 19.8
12.5 17.3
10.0 14.8
7.5 12.3
5.0 9.8
2.5 7.3

A B
Circuits Part No.

Dimension

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2.5 mm Pitch Wire to Board Connector

2.5 Pitch 6200 SERIES CONNECTOR

6202P, 6203P DIP Header
Specifications

◇ Current rating: 2A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 750V AC/Minute
◇ Contact Resistance: 10 mΩ Max. before environment test
◇ Insulation Resistance: 500 MΩ Min.
◇ Temperature Range: -20℃ to 95℃
◇ Applicable PC Board Thickness: 1.6 mm

Reference
◇ Mates with 6200S Housing
◇ Certifications: UL , CSA

P.C. Board Layout / Assembly Layout

※ Available P/N of Halogen-Free replacement:

6202P xx 00T-SNH ( xx : Circuit No.)
6203P xx 00T-SNH ( xx : Circuit No.)

C 21
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1.2  TYP.2.5  TYP.
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Circuit 1

Circuit 1

Ordering Information

Straight A
2 6202P0200T 2.5
3 6202P0300T 5.0
4 6202P0400T 7.5
5 6202P0500T 10.0
6 6202P0600T 12.5
7 6202P0700T 15.0
8 6202P0800T 17.5
9 6202P0900T 20.0
10 6202P1000T 22.5
11 6202P1100T 25.0
12 6202P1200T 27.5

Material
Part
Base

Contact Brass, Tin-plated

Material

Nylon 66 94V-0, Natural(White)

6203P1200T 30.0
6203P1100T 27.5
6203P1000T 25.0
6203P0900T 22.5
6203P0800T 20.0
6203P0700T 17.5
6203P0600T 15.0
6203P0500T 12.5
6203P0400T 10.0
6203P0300T 7.5

B

6203P0200T 5.0

Circuits
Part No. Dimension

Right Angle

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2.5 mm Pitch Wire to Wire Connector

2.5 Pitch 2550 SERIES CONNECTOR

2550F Plug Housing
Specifications

◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1500V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 500 MΩ Min.
◇ Temperature Range: -25℃ to 85℃

Reference
◇ Mates with 2550M Receptacle Housing
◇ Use with 2550TF Terminal
◇ Certifications: UL , CSA

P.C. Board Layout / Assembly Layout

5.
15

A

Panel Opening Layout

B

4.0

4.
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2550M 2550F

22.9

C 22

Panel Opening Dimension

2 8
3 9
4 10
5 11
6 12
7 18.2 22.1

15.7 19.6

25.7 29.6
28.2 32.1
30.7 34.6

13.2 17.1
10.7 14.6

20.7 24.6
8.2 12.1 23.2 27.1
5.7 9.6

Dimension
Circuits

Dimension
A B A B

Circuits

3.9
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E

2550F
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B

A
P=2.5 5.0

7.5

Circuit 1

LF HFARoHS REACH

Ordering Information

2 2550F02 00
3 2550F03 00
4 2550F04 00
5 2550F05 00
6 2550F06 00
7 2550F07 00
8 2550F08 00
9 2550F09 00
10 2550F10 00
11 2550F11 00
12 2550F12 00

Material
Part

Housing

Circuits Part No.
Dimension

A B

5.00 8.0
2.50 5.5

7.50 10.5
10.00 13.0
12.50 15.5
15.00 18.0
17.50 20.5
20.00 23.0
22.50 25.5
25.00 28.0
27.50 30.5

Material Remark
Nylon 66 94V-0, Black

※ Available White color P/N: 2550F xx 00-S ( xx : Circuit No.)

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2.5 mm Pitch Wire to Wire Connector

2.5 Pitch 2550 SERIES CONNECTOR

2550M Receptacle Housing
Specifications

◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1500V AC/Minute
◇ Contact Resistance: 20 mΩ Max. before environment test
◇ Insulation Resistance: 500 MΩ Min.
◇ Temperature Range: -25℃ to 85℃

Reference
◇ Mates with 2550F Plug Housing
◇ Use  with 2550TM Terminal
◇ Certifications: UL , CSA

P.C. Board Layout / Assembly Layout

2550M 2550F

22.9

C 23
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Circuit 1

LF HFARoHS REACH

Ordering Information

2 2550M02 00
3 2550M03 00
4 2550M04 00
5 2550M05 00
6 2550M06 00
7 2550M07 00
8 2550M08 00
9 2550M09 00
10 2550M10 00
11 2550M11 00
12 2550M12 00

Material
Part

Housing

Circuits Part No.
Dimension

A B
2.50 8.0
5.00 10.5
7.50 13.0
10.00 15.5
12.50 18.0
15.00 20.5
17.50 23.0
20.00 25.5
22.50 28.0
25.00 30.5
27.50 33.0

Material Remark

Nylon 66 94V-0, Black

※ Available White color P/N: 2550M xx 00-S ( xx : Circuit No.)

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2.5 mm Pitch Wire to Wire Connector

2.5 Pitch 2550 SERIES CONNECTOR

2550TF Crimp Terminal
Reference

◇ Use with 2550F Plug Housing
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2550TM Crimp Pin Contact Terminal
Reference

◇ Use with 2550M Housing
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LF HFARoHS REACH

Ordering Information

2550TF11R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2550TF11R
Phosphor Bronze,

Tin-plated

1.8 Max. 7,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

Ordering Information

2550TM12R 22 - 28

Material
Part

※ Halogen-free product

※ Contact for more plating selection.

2550TM12R
Phosphor Bronze,

Tin-plated

1.8 Max. 7,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2508S Board-In Housing

2.5 mm Pitch  Board-In Connector

2.5 Pitch 2508 SERIES CONNECTOR

Specifications
◇ Current rating: 3A AC/DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 800V AC/Minute
◇ Contact Resistance: 10 mΩ Max. before environment test
◇ Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -25℃ to 85℃
◇ Applicable Wire: AWG 22 to AWG 28
◇ Applicable PC Board Thickness: 1.6mm

Reference
◇ Use  with 2509T, 2519T Terminal
◇ Certifications: UL , CSA

P.C. Board Layout / Assembly Layout

Application  Layout

C 25

2508S MATES WITH 2509T 2508S MATES WITH 2519T

1.0  TYP.2.5  TYP.

3.6 Right-Angle Type

1.0  TYP.2.5  TYP. 6.7

3.
66.

7

Straight Type

Circuit 1

B
A

LWE6 5 4 3

P=2.5

6.
7

3.6

LF HFARoHS REACH

Ordering Information

2 2508S0200
3 2508S0300
4 2508S0400
5 2508S0500
6 2508S0600
7 2508S0700
8 2508S0800
9 2508S0900
10 2508S1000
11 2508S1100
12 2508S1200
13 2508S1300
14 2508S1400
15 2508S1500
16 2508S1600

Material
Part

Housing Nylon 66 94V-0, Natural(White)

37.50 41.5

Material

32.50 36.5
35.00 39.0

27.50 31.5
30.00 34.0

22.50 26.5
25.00 29.0

17.50 21.5
20.00 24.0

12.50 16.5
15.00 19.0

7.50 11.5
10.00 14.0

2.50 6.5
5.00 9.0

A B
Circuits Part No.

Dimension

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2509T Board-in Terminal  

2.5 mm Pitch  Board-in Connector

2.5 Pitch 2508 SERIES CONNECTOR

Specifications
◇ Current rating: 3A AC,DC (AWG 22)
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 800V AC/Minute
◇ Applicable PC Board Thickness: 1.6mm

Reference
◇ Mates with 2508S Board-in Housing

0.95

A

B

A'

B'

9.
6

1.
3

1.
5

4.
3

3.
0

SEC. A-A'

1.9

SEC. B-B'

1.
5

2.5

1.8

C 26

2519T Board-in Terminal  
Specifications

◇ Current rating: 3A AC,DC (AWG 22)
◇ Mates with 2508S Board-in Housing

1.8
2.1 SEC. A-A' SEC. B-B'

2.
5

A'

B'

4.9

3.
9

1.
9

1.
05

2.5

A

B

1.8

1.
4

1.
4

5.
9

1.
1

LF HFARoHS REACH

Ordering Information

2509T022R 22 - 28

Material
Part

2509T022R
※ Halogen-free product

※ Contact for more plating selection.

Brass, Tin-Plated

1.8 Max. 10,000

Material Remark

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

Ordering Information

2519T011R 22 - 28
2519T012R 22 - 28

Material
Part

2519T012R
※ Halogen-free product

※ Contact for more plating selection.

Material Remark

2519T011R
Phosphor Bronze,

Tin-Plated
Brass, Tin-Plated

1.8 Max. 10,000
1.8 Max. 10,000

Part
Number

Applicable Wire
Q'ty / Reel

AWG #
Insulation
O.D. mm

CP-2010

Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM



2650S CABLE HOLDER

2.5 mm Pitch  Cable Holder Connector

2.5 Pitch 2650 SERIES CONNECTOR

Specifications
◇ Circuits: 2P ~ 16P
◇ Voltage Range: 250V AC,DC
◇ Withstand Voltage: 1000V AC/Minute
◇Insulation Resistance: 1000 MΩ Min.
◇ Temperature Range: -25℃ to 85℃
◇ Applicable PC Board Thickness: 1.6mm
◇ Wire Range: 24 to 26 AWG

P.C. Board Layout  / Application Layout

C 27

Flat  CableDiscrete  Wire Ribbon  Cable

B
A

P=2.5

0.78  TYP.2-   1.7

1.
7

3.
51.

8

B
A

P=2.5

1.0

1 5

1.6

3.
3

4.
0

Circuit 1

LF HFARoHS REACH

Ordering Information

A
2 2650S0200 2.5
3 2650S0300 5.0
4 2650S0400 7.5
5 2650S0500 10.0
6 2650S0600 12.5
7 2650S0700 15.0
8 2650S0800 17.5
9 2650S0900 20.0
10 2650S1000 22.5
11 2650S1100 25.0
12 2650S1200 27.5
13 2650S1300 30.0
14 2650S1400 32.5
15 2650S1500 35.0
16 2650S1600 37.5

Material
Part

Housing

37.5

42.5

Material
Nylon 66 94V-0, Natural(White)

40.0

27.5
30.0
32.5
35.0

17.5
20.0
22.5
25.0

7.5
10.0
12.5
15.0

Circuits Part No.
Dimension

B

CP-2010

Michele
Typewriter
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