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3.68 - 3.96 Pitch SeRIES LANDMN

3.68 - 3.96mm Pitch PCB and Wire Connectors - Standard Application
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3.68 - 3.96 Pitch SerIES LANDMN

3.68 - 3.96mm Pitch PCB and Wire Connectors - Standard Application

3940F Type-1 3943TF 3940A

3961P Type-D

3968S 39697

3968S MATED WITH 3969T
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3.68 Pitch 3680 SERIES CONNECTOR LANDMN

3.68 mm Pitch Wire to Wire Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 6A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1000V AC/Minute

<> Contact Resistance: 10 m & Max. before environment test
<> Insulation Resistance: 1000 M2 Min.

<> Temperature Range: -55°C to 105°C

B Reference

<> Mates with 3680M Receptacle Housing
<> Mates with 3681P Header

<> Use with 3683TF Terminal

< Certifications: UL , CSA

With Flamge Without Flamge

E%ﬂ EEE
7 oy
5 5

A
P=3.68 Circuit 1

SEEE sesen

3680F Plug Housing

o

Ordering Information

B Specifications

<> Current rating: 6A AC/DC (AWG 18)
< Voltage Range: 250V AC,DC

<> Withstand Voltage: 1000V AC/Minute
<> Contact Resistance: 10 m Q2 Max.

<> Insulation Resistance: 1000 M Q Min.
<> Temperature Range: -55°C to 105°C

M Reference

<> Mates with 3680F Plug Housing
<> Use with 3683TM Terminal

< Certifications: UL , CSA

With Flamge Without Flamge
[Meelll  [29)
P=3.68
A Circuit 1 A
B B

u[ L,

CP-2010

Circuits Part No. Dimension
With Flamge| W/O Flamge A B c
2 3680F02 02 | 3680F02 12 8.64 5.05 19.8
3 3680F03 02 | 3680F03 12 | 12.45 5.05 19.8
4 3680F04 02 | 3680F04 12 | 16.13 5.05 19.8
Material
Par t Material
Housing Nylon 66 94V-2, Natural
Dimension
Bl renie Dimension
D1 £l
2 6.7 12.8
3 6.7 16.5
4 6.6 20.0
3680M Receptacle Housing
Ordering Information
Circuits Part No. Dimension
With Flamge [ W/O Flamge A B c
2 3680M02 02 | 3680M12 12 3.68 11.2 19.1
3 3680M03 02 | 3680M13 12 7.36 15.0 19.1
4 3680M04 02 | 3680M14 12 [ 11.04 18.6 19.1
Material
Par t Material
Housing Nylon 66 94V-2, Natural
Dimension
Sireuiia Dimension
D2 E2
2 8.1 15.5
3 8.1 19.2
4 7.9 22.0
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3.68 Pitch 3680 SERIES CONNECTOR LANDMN

3.68 mm Pitch Wire to Wire Connector RoHS) (REACH] (LF) (HFA)

3681P Dip Header

B Specifications

<> Current rating: 6A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1000V AC/Minute

<> Contact Resistance: 10 mQ Max. before environment test
<> Insulation Resistance: 1000 M Min.

<> Temperature Range: -55°C to 105°C

B Reference
<> Mates with 3680F Plug Housing

Ordering Information

Ci it Part No. Dimension
'TCUTES [Py Ton 66 94V-0 A B
; 2 3681P0200 3.68 .
Slraignt neaader
)\ N Straignt Header 3 3681P0300 7.36 15.0
7 1.56 Round Pin 4 3681P0400 11.04
P=3.68 Ordering Information
o Cirouits Part No. Dimension
Circuif 1 Ny on 66 94V—2 A B
B 2 3681P0202 3.68 11.3
7.6 3 3681P0302 7.36
‘ ‘ 4 3681P0402 11.04
0 Material
- Part Material Remar k
Base Nylon 66 94V-0, Natural
— u Nylon 66 94V-2. Natural
Contact Brass, Tin-Plated
P.C. Board Layout / Assembly Layout
Receptacle
Recommanded Panel Plug Housing Housing Recommanded Panel
Cut-off Dimension Cut-off Dimension
D1 D2
1 /ﬂ 1
T
6| 3
m SLwe| | 0] [ LwE][3 &
S | [eo IR
30.5

Wire-to-Wire Application

Plug Housing Dip Header

Q
28.6 9 &
) )
‘ o o
\ \ al A
& | = D k4
T[Lwe] | E0 R 14 To

Wire-to-Board Application
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LANDMN

3.68 Pitch 3680 SERIES CONNECTOR

3.68 mm Pitch Wire to Wire Connector

RoHS) (REACH] (LF] (HFA)

B Reference
<> Mates with 3680F Plug Housing

Ordering Information

3683TF Crimp Socket Contact

Applicable Wire

Part -
Number MG # Insulation | Q'ty / Reel
0.0. mm
3683TF 128 18 - 24 2.7 Max. 6,000
Part No. Material Remark
3.5 3683TF12R Brass, Tin-Plated
‘ ‘ ‘EE‘ % Halogen-free product
N -
o 5 4
SEC. A-A' SEC. B-B'
3683TM Crimp Pin Contact
M Reference
<> Mates with 3680M Receptacle Housing
777777 ?1.54
T 1
o | U
h
1 b Ordering Information
— Applicable Wire
— Par t - \
Ni Number NG # Insulation | Q'ty / Reel
OQT 0.0. mm
- 3683TM12R 18 - 24 2.7 Max. 6,000
Part No. Material Remark
3683TM12R Brass, Tin-Plated
3.5 % Halogen-f duct
‘242‘ ‘ L447 % Halogen-free produc
o0 i 3
N
VIEW C-C' SEC. B-B' SEC. A-A'
CP-2010 ES
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3.96 Pitch 3060 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

3060S Housing

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 MQ Min.

<> Contact Resistance: 10 m Q Max. before environment test
<> Temperature Range: -40°C to 105C

M Reference
<> Mates with 3061P,3062P Headers
<> Use with 3360T01,3360T03 Terminal

<> Certifications: UL , CSA , TUV Ordering Information

Circuits Part No. . Dimension
Without Ramp [ With Ramp A | B
Nylon 66 UL 94V-0, Natural (White)
Cireult 1 With Ramp 2 306050200 306050210 | 3.9 8.43
3 306050300 306050310 | 7.92 12.39
» 4 306050400 306050410 | 11.88 16.35
O0O0O0OOOO 5 306050500 306050510 | _15.84 20.31
6 306050600 306050610_|_19.80 24.27
U E—— 7 306050700 306030710 | 23.76 28.23
P=3.96 76 8 306050800 306080810 | 27.72 | 32.19
Q 3 9 306050900 306050910 | 31.68 36.15
10 306051000 306051010 | 35.64 40.11
11 306051100 3060S1110_|_ 39.60 44 07
N 12 306051200 306051210 | 43.56 48.03
13 306051300 306051310 | 47.52 51.99
o 14 306051400 306051410 | 51.48 55.95
w - A 15 306051500 306051510 | 55.44 59.91
= § Nylon 66 UL 94V-2_ Natural
A = 306050202 306050212 | 3.9 8.43

306050302 306080312 7.92 12.39

2

3

4 306050402 306080412 11.88 16.35
5 306050502 306080512 15.84 20.31
6

7

8

Without Ramp 306050602 306050612 | 19.80 | 24.27

306050702 306080712 23.76 28.23
306050802 306050812 27.72 32.19
306080902 306080912 31.68 36.15

»LWE —m
—
«©

10 306051002 306051012 35.64 40.11
= 11 306051102 306081112 39.60 44.07
= 12 306051202 306081212 43.56 48.03
13 306051302 306051312 47.52 51.99
14 306051402 306051412 51.48 55.95
15 306051502 306081512 55.44 59.91

3360701,3360T03 Crimp Terminal

M Reference
<> Mates with 3060S Housing

SRS

K
A A
=R = 2[ =
B B' ~
— —
Ordering Information
Applicable Wire
Par t : .
Number ANG # Insulation P'ty / Reel
0.0. mm
- o 3360T011R 18 - 22 2.8 Max. 6,000
20 3.6 3360T031R 18 - 22 2.8 Max. 6,000
2.4 3360T012R 18 - 22 2.8 Max. 6,000
<'7. o Material
~ p: U ;\rj[ Par t Vater ial Plating ] Thickness
i 3360T011R |  Phosphor 0.25
3360T031R Bronze Tin-plated [ 0.30

3% Halogen-free product
% Contact for more plating selection.

Eé6 CP-2010



Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM


WING ELECTRONIC S.R.L. TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM

3.96 Pitch 3060 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

3060S Housing, Type-2

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 MQ Min. %

<> Contact Resistance: 10 m Q Max. before environment test N % %
<> Temperature Range: -40°C to 105C N
<> Material: Nylon 66 94V-2, Natural

M Reference
<> Mates with 3061P,3062P Headers
<> Use with 7503T Terminal

<> Certification: UL, CSA, TUV . )
Ordering Information

Circuit 1 Circuits Part No. ADlmensmnB
} 2 306050222 3.9 9.06
4 306050322 7.92 13.02
@ ) NG 2 306080422 11.88 16.98
[0 [0 [0 000 11 (10 306080522 15.84 20.94

3060580722 23.76 28.86

3
4
5
6 306050622 19.80 24.90
7
8
9

2 306050822 27.72 32.82
P=3.96 306050922 31.68 36.78
10 306051022 35.64 40.74
1 306051122 39.60 44.70
12 306051222 43.56 48.66
13 306051322 47.52 52.62

14 306051422 51.48 56.58
306051522 55.44 60.54

16.0
o

3060S Housing Type-2-1, Type-2-2

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

< Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

<> Material: Nylon 66 94V-0, Natural (White)

FIG.1
Circuit 1 With Ramp only
E— T — T =
~O
@ @ @ @ @ E ~N Ordering Information
e —————— 1 Ci it Part No. Dimension
routts FIG_1 FIG. 2 A B
2 306050220 -S1 | 306050220 -S2 3.96 9.06
Circuit 1 o FIG.2 3 306050320 -S1 | 306050320 -S2 7.92 13.02
hﬂ 4 306050420 -S1 | 306050420 -S2 11.88 16.98
- < 5 306050520 -S1 | 306050520 -S2 15.84 20.94
@ 1 = P 6 306050620 -S1 | 306050620 —S2 19.80 | 24.90
N —— 7 306050720 -S1 | 306050720 -S2 23.76 28.86
— 8 306050820 -S1 | 306050820 -S2 27.72 32.82
9 306050920 -S1 | 306050920 -S2 31.68 36.78
B 10 306051020 -S1 | 306051020 -S2 35.64 40.74
A 11 306051120 -S1 | 306051120 -S2 39.60 44.70
12 306051220 -S1 | 306051220 -S2 43.56 48.66
13 306051320 -S1 | 306051320 -S2 47.52 52.62
14 306051420 -S1 | 306051420 -S2 51.48 56.58
15 306051520 -S1 | 306051520 -S2 55.44 60.54
o ¢ X=1: With Ramp only X=2: With Ramp & Rib
o 3¢ Mates with 3061P, 3062P Headers
- 3% Uses with 7503T Crimp Terminal

CP-2010 E7
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LANDMN

3.96 Pitch 3060 SERIES CONNECTOR

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 50K M Min.

<> Contact Resistance: 6 m Q Max. before environment test
<> Temperature Range: -40°C to 105C

<> Material: Nylon66 UL 94V-0, Natural (White)

B Reference

<> Mates with 3061P, 3062P Headers
<> Use with 3360702 Terminal

< Certifications: UL , CSA, TUV

Circuit 1
HEEEEE 3 TypeN
Circuit 1
» | — N — T =
1 e G Type-C
Circuit 1 o
— | [
O o~ Type-D
P=3.96 o
A
B

16.0

> LWE =3

3060S Housing Type-C, D, N

Ordering Information

B Reference
<> Mates with 3060S Type-C, D, N Housing

SEC. A-A’

Siceuiie Part No. Dimension
FIG. C FIG. D A B
2 3060S02C0 306080200 3.96 8.60
3 3060S03C0 306080300 7.92 12.56
4 3060S04C0 306080400 11.88 16.52
5 3060S05C0 3060S0500 15.84 20.48
6 3060S06C0 3060S06D0 19.80 24.44
7 3060307C0 306050700 23.76 28.40
8 3060S08C0 3060S08D0 27.72 32.36
9 3060S09C0 3060S0900 31.68 36.32
10 3060S10C0 306051000 35.64 40.28
11 3060S11C0 306051100 39.60 44.24
12 3060S12C0 306051200 43.56 48.20
13 3060S13C0 306051300 47.52 52.16
14 3060S14C0 306051400 51.48 56.12
15 3060S 15C0 306081500 55.44 60.08
% A, B Dim. Of Type-N is the same as Type—C.
3360702 Crimp Terminal
Ordering Information
Part Appl|cab|e|W|re| : b 2l
Number NG # e R
0.0. mm
3360T021R 18 - 22 2.8 Max. 5,000
Material
Part Material
Phosphor Bronze,
3360T021R Tin-Plated
3% Halogen—free product
% Contact for more plating selection.
E8 CP-2010
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3.96 Pitch 3060 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

3061P, 3062P DIP Header, Type-0

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 m Q Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

<> Applicable PC Board Thickness: 1.6mm

W Reference
<> Mates with 3060S Type-2 Housing
<> Certifications: UL , CSA,TUV

Ordering Information

Sirauiles Par t NO‘. Dimension
Straight Type Straight | Right Angle A | B
e 1.14mm Square pin Nylon 66 UL 94V-0, Natural (White)
=4 2 3061P0200T 3062P0200T 3.96 7.9
3 3061P0300T 3062P0300T 7.92 11.9
4 3061P0400T 3062P0400T 11.88 15.8
Cireuit 1 5 3061P0500T 3062P0500T 15.84 19.8
6 3061P0600T 3062P0600T 19.80 23.8
7 3061P0700T 3062P0700T 23.76 27.7
)y 8 3061P0800T 3062P0800T 27.72 31.7
T 9 3061P0900T 3062P0900T 31.68 35.6
- 10 3061P1000T 3062P1000T 35.64 39.6
ﬂ 2 N 11 3061P1100T 3062P1100T 39.60 43.6
L= 12 3061P1200T 3062P1200T 43.56 47.5
‘ ‘ Tz ' 13 3061P1300T 3062P1300T 47.52 51.5
U u u u U U m$ 1 14 3061P1400T 3062P1400T 51.48 55.4
15 3061P1500T 3062P1500T 55.44 59.4

Nylon 66 UL 94V-2, Natural
2 3061P0202T 3062P0202T 3.96
3 3061P0302T 3062P0302T 7.92 1
4 3061P0402T 3062P0402T 11.88 1
5 3061P0502T 3062P0502T 15.84 1
6 2
7

8

Right-Angle Type
1.14mm Square pin

10.2

3061P0602T 3062P0602T 19.80
3061P0702T 3062P0702T 23.76 7.7
3061P0802T 3062P0802T 27.72 31.7
3061P0902T 3062P0902T 31.68 35.6

3.6
}
J.cn
™
Slo

<10_.773 2 3061P1002T 3062P1002T 35.64 39.6
Circuit 1 11 3061P1102T 3062P1102T 39.60 43.6
B 12 3061P1202T 3062P 12021 43.56 47.5
/ 13 3061P1302T 3062P1302T 47.52 51.5
noon oo oo o 14 3061P1402T 3062P1402T 51.48 55.4
CI 1 1 1 ) 15 3061P1502T 3062P1502T 55.44 59.4
™
o
O 8 O O O O
P.C. Board Layout / Assembly Layout
Straight Type Right-Angle Type
19.2
| 19.2
P=3.96 ®1.8 TYP.
] N
N
| &-o-Foo-o g — — 3
| A .

CP-2010 E9
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LANDMN

3.96 Pitch 3060 SERIES CONNECTOR

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

<> Applicable PC Board Thickness: 1.6mm

W Reference
<> Mates with 3060S Type-0, 1, 3, C, D Housing
<> Certifications: UL , CSA,TUV

Straight Type
| 1.14mm Square pin
<2
)
B Circuit 1
0
5| o o

3

FIG.2 Right-Angle Type

] —

O B B B B O

=
I

I

(1.74mm Square pin)

10.2

~O
) lsa
ey 10.7 EE
A Circuit 1 ’
B

[
s

Ordering Information

3061P, 3062P DIP Header, Type-A

Circuits Part No. Dimension
Straight FIG.1 FIG.2 A B

2 3061P02A0T | 3062P02A0T | 3062P02A0T-SB| 3.96 7.9
3 3061PO3A0T | 3062P03A0T | 3062P03A0T-SB| 7.92 | 11.9
4 3061P04A0T | 3062P04A0T | 3062P04A0T-SB| 11.88 | 15.8
5 3061PO5SA0T | 3062P05A0T | 3062P05A0T-SB| 15.84 | 19.8
6 3061POBA0T | 3062PO6A0T | 3062P06A0T-SB| 19.80 | 23.8
7 3061P07A0T | 3062P07A0T | 3062P07A0T-SB| 23.76 | 27.7
8 3061POBAOT | 3062P08A0T | 3062P08A0T-SB| 27.72 | 31.7
9 3061PO9AOT | 3062P09A0T | 3062P09A0T-SB| 31.68 | 35.6
10 3061P10A0T | 3062P10A0T | 3062P10A0T-SB| 35.64 | 39.6
11 3061P11A0T | 3062P11A0T | 3062P11A0T-SB| 39.60 | 43.6
12 3061P12A0T | 3062P12A0T | 3062P12A0T-SB| 43.56 | 47.5
13 3061P13A0T | 3062P13A0T | 3062P13A0T-SB| 47.52 | 51.5
14 3061P14A0T | 3062P14A0T | 3062P14A0T-SB| 51.48 | 55.4
15 3061P15A0T | 3062P15A0T | 3062P15A0T-SB| 55.44 | 59.4

Material

Par t Material Remark
Base Ny lon 66 94V-0
Natural (White)
Contact Brass, Tin—-Plated

FIG.1 Right-Angle type without Pegs

P.C. Board Layout / Assembly Layout

Straight Type

P=3.96 ©1.8 TYP.

N

S
7\0.’
[s2]
10.7 J5.4\
o 32
Circuit 1
Right-Angle Type
$1.8 TYP.
1.98 | 1.98 29 1.63 ‘ 23.5
o ) g =J]
o~ [
S0
| | P=3.9¢ e
A

EI10
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3.96 Pitch 3060 SERIES CONNECTOR

LANDMN

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 MQ Min.

<> Contact Resistance: 10 m Q Max. before environment test
<> Temperature Range: -40°C to 105C

<> Applicable PC Board Thickness: 1.6mm

B Reference

<> Mates with 3060S Type-0, 1, 3, C, D Housing

<> Certifications: UL , CSA, TUV

Ordering Information

3061P, 3062P DIP Header, Type-C

. . . Part No. Dimension
gy g Wy - J—W—SZ"' ht Type Cirouits —=riont Right Angle A B
[[=][=][=]=]= -1amm square pin 2 3061P02C3T 3062P02C3T_ | 3.96 7.2
[0 I T T 3 3061P03C3T 3062P03C3T 7.92 11.2
4 3061P04C3T 3062P04C3T 11.88 15.1
5 3061PO5C3T 3062P05C3T 15.84 19.1
Circuit 1 88 6 3061P0O6C3T 3062P06C3T 19.80 23.1
reut : 7 3061P07C3T 3062P07C3T__ | 23.76 27.0
8 3061P08C3T 3062P08C3T 27.72 31.0
T 9 3061P09C3T 3062P09C3T 31.68 34.9
© 10 3061P10C3T 3062P10C3T 35.64 38.9
~N 11 3061P11C3T 3062P11C3T 39.60 42.9
- 12 3061P12C3T 3062P12C3T 43.56 46.8
13 3061P13C3T 3062P13C3T 47.52 50.8
14 3061P14C3T 3062P14C3T 51.48 54.7
15 3061P15C3T 3062P 15C3T 55.44 58.7
Right-Angle Type Material
1.14mm Square pin Par t Material Remark
- Q —\ Base NYLON 66 94V-0, Black
-0 Q LT Contact Brass, Tin-Plated
= [¢e) (]:j
T LJ 3% Halogen-Free Product Number :
~ 3061P xx C3T-BNH ( xx : Circuit No.)
0 3062P xx C3T-BNH ( xx @ Circuit No.)
11.35 5.4
3.2
Circuit 1
P.C. Board Layout / Assembly Layout
Straight Type Right-Angle Type 243
S T S A
P=3.96 ©1.7 TYP. _ P=3.96 ©1.7 TYP. I
o~ [ 4‘L
B é,@ - |8 -G I W
LA 18.9 LA
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LANDMN

3.96 Pitch 3160 SERIES CONNECTOR

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

<> Applicable PC Board Thickness: 1.6mm

B Reference
<> Mates with 3060S Housing

Straight Type
1.14mm Square pin

tlolelelly

Circuit 1

Right-Angle Type
1.14mm Square pin

Ordering Information

3161P, 3162P DIP Header

Circuits : Part No.. Dimension
Straight Right Angle A B

2 3161P0213T 3162P0213T 3.96 7.92
3 3161P0313T 3162P0313T 7.92 11.88
4 3161P0413T 3162P0413T 11.88 15.84
5 3161P0513T 3162P0513T 15.84 19.80
6 3161P0613T 3162P0613T 19.80 23.76
7 3161P0713T 3162P0713T 23.76 27.72
8 3161P0813T 3162P0813T 27.72 31.68
9 3161P0913T 3162P0913T 31.68 35.64
10 3161P1013T 3162P1013T 35.64 39.60
11 3161P1113T 3162P1113T 39.60 43.56
12 3161P1213T 3162P1213T 43.56 47.52
13 3161P1313T 3162P1313T 47.52 51.48
14 3161P1413T 3162P1413T 51.48 55.44
15 3161P1513T 3162P1513T 55.44 59.40

Materia
Par t Material Remark
Base PBT 94V-0, Black

Contact Brass, Tin-Plated

%< Available P/N of Halogen-Free replacement:
3161P xx 13T-BNH ( xx : Circuit No.)
3162P xx 13T-BNH ( xx : Circuit No.)

l
5.4 |
Circuit 1
P.C. Board Layout / Assembly Layout
Straight Type
P=3.96 19.2
©1.8 TYP. O
%{}Q}@’/{%{ﬁ} ﬁ CIIIIIzic]
%‘ N

Right-Angle Type

P=3.96

©1.8 TYP.

A

El2

fo--o-¢

25.2

19.2

[ T]

—/
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3.96 Pitch 3060 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

3060S Crimp Housing Type-B

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

<> Applicable PC Board Thickness: 1.6mm

<> Material: Nylon 66 94V-0, Natural (White)

M Reference
<> Mates with 3361P,3362P Type-E Headers

<> Use with 3360T04 Terminal . .
Ordering Information
Sirauics Part No. Dimension
Circuit 1 FIG. 1 FIG. 2 A B
— 2 306050280-S1 | 3060S02B0-S2 3.96 9.06
3 306050380-S1_| 3060503B0-S2 7.92 13.02
@ HEEEE 2 4 3060504B0-S1 | 3060504B0-S2 11.88 16.98
L 5 306050580-S1_| 3060S0580-S2 15.84 20.94
] 6 3060S06B0-S1 | 3060S06B0-S2 19.80 24.90
FIG. 1 7 3060S07B0-S1_| 3060S07B0-S2 23.76 28.86
o 8 306050880-S1_| 3060S08B0-S2 27.72 32.82
Circuit 1 T 9 306050980-S1 | 3060S0980-S2 31.68 36.78
< 10 3060S10B0-S1_| 3060S10B0-S2 35.64 40.74
o e o 11 3060S11B0-S1_| 3060S11B0-S2 39.60 4470
1 12 3060S12B0-S1 | 3060S12B0-S2 43.56 48.66
P=3.96 13 3060S1380-S1_| 3060S1380-S2 47 .52 52.62
A FiG. 2 14 3060S1480-S1_| 3060S14B0-S2 51.48 56.58
B 15 306051580-S1 | 30603 15B0-S2 55.44 60.54
FIG.1: With Ramp only
- FIG.2: With Ramp & Rib
IRTRIRIRIR]|
~O
= e |
A 52)
3360T04 Crimp Terminal
B Reference
<> Mates with 3060S Type-B Housing
o
N,
~O . .
“ Ordering Information
Applicable Wire
Part - .
Number ANG # Insulation Q'ty / Reel
0.0. mm
3360T042R 18 - 24 2.8 Max. 5,000

o4 Material .
m Part Material
Phosphor Bronze,
Q% ? :[ 3360T042R Tin-Plated
% Halogen-free product
% Contact for more plating selection.
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3.96 Pitch 3360 SERIES CONNECTOR

LANDMN

3.96 mm Pitch Wire to Wire Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

<> Applicable PC Board Thickness: 1.6mm

W Reference
<> Mates with 3361P, 3362P Type-E Headers

3360R IDC Plug Housing

Ordering Information

9.0 Circuits Part No. Dimension
\ 1 Without Ribs | _With Ribs A B
o , r 2 3360R0212T-X | 3360R0222T-X 3.96 7.9
123 45 6 b 3 3360R0312T-X | 3360R0322T—X 7.92 11.9
00000 3 o 4 3360R0412T-X | 3360R0422T-X | 11.88 15.8
- 5 3360R0512T-X | 3360R0522T—X | 15.84 19.8
6 3360R0612T-X | 3360R0622T-X_ | 19.80 23.7
ENENENENE 7 3360R0712T-X | 3360R0722T-X | 23.76 7.7
5 s ‘ 8 3360R0812T-X | 3360R0822T—X | 27.72 31.7
== 9 3360R0912T-X | 3360R0922T-X | 31.68 35.6
A 10 3360R1012T-X | 3360R1022T-X | 35.64 39.6
P=3.96 11 3360R1112T-X | 3360R1122T-X | 39.60 43.5
12 3360R1212T-X | 3360R1222T-X | 43.56 47 .5
et — - . ) 13 3360R1312T-X | 3360R1322T-X | 47.52 51.5
DDDOOO Without Ribs 14 3360R1412T-X | 3360R1422T-X | 51.48 55 4
S A S Sy S
Circuit 1 Material
. Applicable L
Part Material Wire Guage Color Coding = X
26 AWG X=€ — Blue
24 AWG X=S — Natural
1234656 PllDC Nyg'f\/”_z% 22 WG| X=R — Red
ogooool 3 uo 20 AWG X=Y — Yel low
— 18 AWG X=0 —— Orange
INENENERERENY
B
A 7.8
P=3.96
With Ribs
@ ) O
S A S Sl Sl S
Circuit 1
P.C. Board Layout / Assembly Layout
Straight Typ Right-Angle Typ
rai e 295 ngle e 285
Mated with 3361P Mated with 3362P s
E ] E ] |
q! )
) ) ‘ 1y
El4 CP-2010
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3.96 Pitch 3060 SERIES CONNECTOR

LANDMN

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 7A AC/DC (AWG 18)
<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute
<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 m Q Max. before environment test

<> Temperature Range: -40°C to 105C
<> Applicable PC Board Thickness: 1.6mm

3061P, 3062P DIP Header, Type-E

B Reference

<> Mates with 3060S Type-B Housing, 3360R IDC Plug

Ordering Information

— Straight Type R Part No. Dimension
4‘ ’7 :t 1.14mm SqUOre pln Eireues Straight R'th Angle A B
afefelals — : 2 3061P02E3T_|_ 3062PO2E3T | 3.96 | 7.9
‘ B ‘ 3 3061PO3E3T 3062P03E3T 7.92 11.9
Circuit 1 ‘Y‘ 4 306 1PO4E3T 3062P04E3T 11.88 15.8
- ] ‘ 5 3061P0O5E3T 3062P05E3T 15.84 19.8
N 6 306 1PO6E3T 3062P06E3T 19.80 23.8
12 7 3061PO7E3T 3062P07E3T 23.76 27.7
L - Q 8 306 1POBE3T 3062P0BE3T 27.72 31.7
o
1 = Y=1.5
S')-?i 8 3061POBE3T-S1| 3062P08E3T-S1| 27.72 31.7
7.6 9 3061PO9E3T-S1| 3062P09E3T-S1| 31.68 35.6
- 10 3061P10E3T-S1| 3062P10E3T-S1| 35.64 39.6
11 3061P11E3T-S1] 3062P11E3T-S1| 39.60 43.6
) 12 3061P12E3T7-S1| 3062P12E3T-S1| 43.56 47.5
Right-Angle Type 13 [3061P13E37-S1] 3062P13E3T-S1| 47.52 | 51.5
1.14mm Square pin 14 3061P14E3T7-S1| 3062P14E3T-S1| 51.48 55.4
_ 15 |3061P15E37-S1] 3062P15E3T-S1]| 55.44 | 59.4
ﬂ M 3' Y=1.85
ajaJaJoJa+—1t Material
U U U Par t Material Remark
Base PBT 94V-0, White
__|P=8.96 Contact Brass, Tin-Plated
A
B Circuit 1 ¢ Available P/N of HalogenTFrge replacement :
3361P xx E3T-SNH ( xx : Circuit No.)
A A A 3362P xx E3T-SNH1 ( xx : Circuit No.)
] [ce]
-
IO
P.C. Board Layout / Assembly Layout
A Straight Type Right-Angle Type
19.3 25.3
,L‘
R R S gr=— A [—
1.8 TYP. i
87 |
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LANDMN

3.96 Pitch 3960 SERIES CONNECTOR

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 MQ Min.

<> Contact Resistance: 10 m Q Max. before environment test.
<> Temperature Range: -25C t0 85C

M Reference
<> Mates with 3961P,3962P Headers
< Certifications: UL , CSA, TUV

Ordering Information

3960S, 3960A Housing, Retainer

Gilrauiie : Part No. _ Dimension
3960S Plug Housing Housing Retainer A B
Circuit 1 2 3960502 00 3960A02 00 3.96 8.0
% 3 396003 00 3960A03 00 7.92 12.0
4 3960804 00 3960A04 00 11.88 15.9
E? - ﬂ@ ] @ﬁﬂ ] DW 5 3960805 00 3960A05 00 15.84 19.9
'\.l N 6 3960506 00 3960A06 00 19.80 23.9
= 0 T — T 7 3960507 00 3960A07 00 23.76 27.8
P=3.94 8 396008 00 3960A08 00 27.72 31.8
9 3960809 00 3960A09 00 31.68 35.7
A 10 3960S10 00 3960A10 00 35.64 39.7
B 11 3960511 00 3960A11 00 39.60 43.7
12 3960512 00 3960A12 00 43.56 47.6
H H H H H H Material
3 Part Material
- Housing Nylon 66 94V-0, Natural (White)
Retainer Nylon 66 94V-0, Light lvory

3960A Retainer

5 4

3

‘H P=3.96 TYP

B Reference
<> Mates with 3960S, 5000S Housing

Ordering Information

3963T Crimp Terminal

~ Applicable Wire Dimension
S s Insulation
- Number AWG # A B C D
0.0. mm
3963T011R _
T 3963T012R | 18 - 22 2.7 Max. 3.7 14.2 |2.4 |2.5
3963T021R B
396370228 | 16 - 20 3.0 Max. 4.0 4.8 |3.113.4
‘49,‘ Material
— Part Material Q'ty / Reel| Remark
D[ 3963T011R | Phosphor Bronze,Tin-Plated 3 500
3963T012R Brass,Tin-Plated ’
SEC. B-B 3963T021R [ Phosphor Bronze,Tin-Plated 3,000
3963T022R Brass,Tin-Plated ’
% Halogen-free product
% Contact for more plating selection.
El6 CP-2010
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3.96 Pitch 3960 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

3961P, 3962P DIP Header

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -25C t0 85C

<> Applicable PC Board Thickness: 1.6mm

B Reference
<> Mates with 3960S Housing
<> Certifications: UL , CSA, TUV

Ordering Information

Bt Part No. Dimension
Straight Type Straight Right Angle A B
! ! 2henght ype 2 3961P02 00T | 3962P02 00T | 3.95 | 7.9
O 0O o0 O O 1.14mm Square pin 3 3961P03 00T | 3962P03 00T 7.92 | 11.9
LWE Z?l 4 3961P04 00T 3962P04 00T 11.88 15.8
5 3961P05 00T 3962P05 00T 15.84 19.8
P=3.96 Circuit 1 6 3961P06 00T 3962P06 00T 19.80 23.8
A 7 3961P07_00T 3962P07 00T | 23.76 27.7
| B - 86 _ 8 3961P08 00T 3962P08 00T | 27.72 31.7
i 9 3961P09 00T 3962P09 00T | 31.68 35.6
10 3961P10 00T 3962P10 00T | 35.64 39.6
11 3961P11 00T 3962P11 00T | 39.60 43.6
< 0 12 3961P12 00T 3962P12 00T | 43.56 47.5
| Eh
< — Material
u U u u U u ) Par t Material Remark
f Base Nylon 66 94V-0, Natural(White)
Contact Brass, Tin-Plated
Right-Angle Type
1.14mm Square pin
f | T C
—T 0 |
[e'e) [o0]
:
~O
=
4.0
. . 3'2
! Circuit 1 15.0
0
| l
P.C. Board Layout / Assembly Layout
Straight Type 10.6 Right-Angle Type
0 ‘ 17.2
T:”\é ® 1.8 TYP. T=39‘6 ®1.8 TYP
& ody O NP YNNI N —
R N VY Y -
LA IS
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3.96 Pitch 3960 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

3961P, 3962P DIP Shrouded Header

B Specifications

<> Current rating: 7A AC/DC Max. (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -25C t0 85C

<> Applicable PC Board Thickness: 1.6mm

W Reference
<> Mates with 3960S Housing
<> Certifications: UL , CSA, TUV

Ordering Information

Sireuite Part No. Dimension
: Straight Right Angle A B
Straight Type
i | 14mm Sauare. bin 2 3961P02 10T 3962P02 10T 3.9 9.80
P=30% : quare 3 3961P03 10T | 3960P03 10T | 7.92 |13.76
- 4 3961P04 10T 3962P04 10T 11.88  [17.72
5 3961P05 10T 3962P05 10T 15.84 |21.68
6 3961P06 10T 3962P06 10T 19.80 [25.64
7 3961P07 10T 3962P07 10T 23.76 _ [29.60
8 3961P08 10T 3962P08 10T 27.72  [33.56
95 9 3961P09 10T 3962P09 10T 31.68 [37.52
] 10 3961P10 10T 3962P10 10T 35.64  [41.48
— ma— 11 3961P11 10T 3962P11 10T 39.60 |45.44
w %II g 12 3961P12 10T 3962P12 10T | 43.56  [49.40
o
= / ’
/I/ 77) Material
> %/{//-é Par t Material Remark
u u u u u %) H Base Nylon 66 94V-0, Light Ivory
Contact Brass, Tin-Plated
Right-Angle Type
1.14mm Square pin
S}
Circuit 1
===
0
o~
I
=1
15.0
P.C. Board Layout / Assembly Layout
Straight Type ‘ 108 Right-Angle Type
I
P‘fg.gé ®1.8 TYP. qH r P‘fi.g‘é ®1.8 TYP.

1 ]
o0& S o-o-¢
oA o I —

7.2

1
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3.96 Pitch 3960 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

3.96 Pitch High Current Connector
System Overview (HCCS)

TEMPERATURE RISE CURVE

30

25 i 18 AWG

I N\

Temperature Rise Max. (°C)

123 4 5 6 7 8 9 10 11 12 13
Amperes

CURRENT INCREASE TABLE

12

10

Amperes Circuit
N

3 Void 1 2-6 7-12

Circuit Size
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3.96 Pitch 3960 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

39608, 3960C Housing (HCCS)

M Specifications High Current

<> Current rating: 12A AC/DC Max. (AWG 16)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

M Reference
<> Mates with 3961P,3962P HCCS Header

Ordering Information HIGH TEMPERATURE SERIES
3960S Housing Circuit 1 Sireuiie : Part No. : Dimension
Housing Retainer A B
e e N / B 3 [3960S03 01-SA| 39600301 7 12.0
o o ﬂ@ 0 D“D 0 ?EW 4 3960504 01-SA[ 3960A0401 11.88 15.9
u’\) ~ 5 3960505 01-SA[ 3960A0501 15.84 19.9
g T S— 6 3960506 01-SA[ 3960A0601 19.80 23.9
P=3.96 7 3960507 01-SA| 396040701 23.76 27.8
A 8 3960S08 01-SA| 3960A0801 27.72 31.8
B 9 3960509 01-SA[ 3960A0901 31.68 35.7
10 3960S10 01-SA[ 3960A1001 35.64 39.7
. 1 3960S11 01-SA[ 3960A1101 39.60 43.7
H H H H H H 12 3960512 01-SA| _3960A1201 43.56 47.6
o
= Material
Par t Material
Housing Heat Nylon 66 94V-0, Light Ivory

3960A Retainer
o 3% Available P/N of Halogen-Free replacement:
F—.l mﬁm 39603 xx O1-SA-NH ( xx : Circuit No.)
™ e e n L W 3960A xx O1-ANH  ( xx : Circuit No.)
\ﬂ‘ P=3.96 TYP

EEEES=

6.2

3963T Crimp Terminal (HCCS)

B Reference
<> Mates with 3960S HCCS Housing

Ordering Information

Applicable Wire Dimension
I Insulation
Number AWG # A B C D
0.0. mm
30 39637019V 18 - 22 2.7 Max. 3.7 |4.2 124 |25
\ A | c 39637029V 16 - 20 3.0 Max. 4.0 (4.8 13.1 |34
s -
[aa]
- D[ Material
Part Material Plating [Q'ty / Reel
SEC. A-A' SEC. B-B' 39637019V | . . 3,500
T3963T029V | High Current Copper Alloy | Matte Tin 3.000

CP-2010 E21
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3.96 Pitch 3960 SERIES CONNECTOR

LANDMN

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 12A AC/DC Max. (AWG 16)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

<> Applicable PC Board Thickness: 1.6mm

W Reference
<> Mates with 3960S Type-A HCCS Housing

I ] Straight-Type
EDEDEDEDHDH (1.14mm SQ. Pin)
0o—'0
Circuit 1
P=3.96 8.5
A (2P~6P) 2.0
ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ - I
~ ~
1 o
| | Sl
1 —
il :
B (2P~6P) 7.1
Right -Angle Type
Circuif 1 (1.14mm SQ. Pin)
[ ]
[m) D ) D [m) D ) D a Dh v
[ee]
~O
T s
7.8 3.6
P=3.96 | |
A (2P~6P)
B (2P~6P)

Ll
SRR

3961P, 3962P DIP Header HHCS
High-Current

Ordering Information HHCS SERIES
Circuits Part No. Dimension
Straight Right Angle A B

2 3961P02 D1V —-A| 3962P02 DIV -A| 3.96
3961P03 D1V -A| 3962P03 DIV -A| 7.92
3961P04 D1V —A| 3962P04 D1V -A| 11.88
3961P05 D1V —-A| 3962P05 DIV -A | 15.84
3961P06 D1V —A| 3962P06 D1V -A | 19.80
3961P07 D1V —A| 3962P07 D1V -A| 23.76
3961P08 D1V —A| 3962P08 DIV -A | 27.72
3961P09 D1V —A| 3962P09 D1V -A | 31.68
10 3961P10 D1V —A| 3962P10 DIV -A | 35.64
11 3961P11 D1V -A| 3962P11 DIV -A | 39.60
12 3961P12 D1V —-A| 3962P12 D1V -A | 43.56

Ol N[O |~ |w

IS [WININ == ]|—
N OOV | =N |W|Oo|o|— |
(621 [e>] [o] [e>] XY N} [ec] [ee] [oe] [(e] Vo)

Material
Part Material
Base Heat Nylon 66 94V-0, Light Ivory
Contact High Current Copper Alloy, Matte Tin-Plated

2 Available P/N of Halogen-Free replacement:
3961P xx DIV-ANH ( xx : Circuit No.)
3962P xx DTV-ANH ( xx @ Circuit No.)

Tl ol
LQ@WQ#Q—Q#QWJQJ ‘U UW/)U U’}WH U‘

Straight Type(7P ~ 8P) Straight Type (9P ~ 12P)
T%\“D“\D“Dﬂﬂﬂ
Ui urgyud

Right Angle (9P ~ 12P)

DDD DDD DDDD

Right Angle (7P ~ 8P)

P.C. Board Layout / Assembly Layout

1.8 TYP. 3.96 2.5 TYP. 7.92 P=3.96

\ A

1
i ARanliaasaas

2P-6P 7P-8P 9P-12P

Straight-Type Right-Angle Type

21.7

10.5
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3.96 Pitch 3960 SERIES CONNECTOR

LANDMN

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 12A AC/DC Max. (AWG 16)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

<> Applicable PC Board Thickness: 1.6mm

W Reference
<> Mates with 3960S Type-A HCCS Housing

I ] Straight-Type
@D@D@D@DED@ (1.14mm SQ. Pin)
Circuit 1
P=3.96 8.5
A (2P~6P) 20
Q
™~ <
1 o~
P
[s0)

Ty E

0B

B (2P~6P)
Right -Angle Type
Circuit 1 (1.14mm SQ. Pin)
f ]
ED@DEDEDDDE 0
[ee)
~O
IR
78 | 49
P=3.96 | _
A (2P~6P)
B (2P~6P)

Ll
GELEEE

High-Current Type-1

3961P, 3962P DIP Header HHCS

Ordering Information HHCS SERIES
Circuits Part No. _ Dimension
Straight Right Angle A B
2 3961P02 D1V -A1 [ 3962P02 D1V —A1 3.96 7.9
3 3961P03 D1V -A1 [ 3962P03 D1V —A1 7.92 11.9
4 3961P04 D1V _-A1 [ 3962P04 D1V _—A1 11.88 15.8
5 3961P05 D1V —-A1 [ 3962P05 D1V Al 15.84 19.8
6 3961P06 D1V —-A1 [ 3962P06 D1V Al 19.80 23.8
7 3961P07 D1V A1 | 3962P07 D1V -A1 | 23.76 27.7
8 3961P08 D1V —A1 | 3962P08 D1V -A1 | 27.72 31.7
9 3961P09 D1V —-A1 | 3962P09 D1V -A1 | 31.68 35.6
10 3961P10 D1V —-A1 | 3962P10 D1V -A1 | 35.64 39.6
1 3961P11 D1V A1 [ 3962P11 D1V -A1 | 39.60 43.6
12 3961P12 D1V -A1 | 3962P12 D1V -A1 | 43.56 47.5
Material
Par t Material
Base Heat Nylon 66 94V-0, Light lvory
Contact High Current Copper Alloy, Matte Tin-Plated

3% Available P/N of Halogen-Free replacement:
3961P xx D1V-A1-NH ( xx : Circuit No.)
3962P xx D1V-A1-NH ( xx : Circuit No.)

T
LﬁU U‘

\ L]
J Uﬂ@ '

Straight Type (9P ~ 12P)

Right Angle (7P ~ 8P)

SR, IR g

I

gur ol

Right Angle (9P ~ 12P)

P.C. Board Layout / Assembly Layout

® 1.8 TYP.

oot
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3.96 Pitch 3960 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

3961P, 3962P DIP Shrouded Header

B Specifications HHCS
<> Current rating: 12A AC/DC Max. (AWG 16)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 105C

<> Applicable PC Board Thickness: 1.6mm

W Reference
<> Mates with 3960S Type-A HCCS Housing

Ordering Information HCCS SERIES
Circuits - - Part Nc;.. — EimensionB
ight Typ traight ig ngle
i 11 4m:gU2TreT p; 2 3961P02 11V-A | 3962P02 11V-A 3.96 9.80
P=3.96 3 3961P03 11V-A | 3962P03 11V-A 7.92 13.76
4 3961P04 11V-A | 3962P04 11V-A | 11.88 17.72
5 3961P05 11V-A | 3962P05 11V-A | 15.84 |21.68
6 3961P06 11V-A | 3962P06 11V-A [ 19.80 |25.64
7 3961P07 11V-A | 3962P07 11V-A | 23.76 |29.60
8 3961P08 11V-A | 3962P08 11V-A | 27.72 |33.56
Circuit 1 95 9 3961P09 11V-A | 3962P09 11V-A [ 31.68 |37.52
e 10 3961P10 11V-A | 3962P10 11V-A | 35.64 |41.48
% E ? 11 3961P11 11V-A | 3962P11 11V-A | 39.60 |45.44
@ 12 3961P12 11V-A | 3962P12 11V-A | 43.56 |49.40
Material
u Par t Material Remark
U U U U U u Base Heat Nylon 66 94V-0, Light
Contact High Current Copper Alloy Matte Tin-Plated

1.14mm Square pin 3961P xx 11V=ANH ( xx @ Circuit No.)

Right-Angle Type 3% Available P/N of Halogen-Free replacement:
H H H H H 3962P xx 11V-ANH ( xx : Circuit No.)

o
Circuit 1
ez
0
o~
[y
~O!
(67
P=3.96 15.0 ‘
A

P.C. Board Layout / Assembly Layout

Straight Type ‘L Right-Angle Type
T
P‘fi.g‘é »1.8 TYP. q H ’J P‘fgg‘é »1.8 TYP.
| | N | |
dfo-oe ¢ - o-o-¢
oA o oA

E24 CP-2010


Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM


WING ELECTRONIC S.R.L. TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM

3.96 Pitch 3940 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Board Connector RoHS| |REACH [@

3940F Plug Housing, Single Row

B Specifications 3940A Retainer

<> Current rating: 10A AC/DC (AWG 16 / 2 Ports)

<> Voltage Range: 300V AC,DC

<> Withstand Voltage: 2200V AC/Minute

<> Contact Resistance: 10 m & Max. before environment test
<> Insulation Resistance: 1000 M2 Min.

<> Temperature Range: -40°C to 105C

M Reference

<> Mates with 3941P, 3942P Headers
<> Use with 3943TF Terminal

< Certifications: TUV

Ordering Information (Plug Housing)

Circuits Part No. DlmensmnB Figure
FIG. 1 2
e 2 3940F0200 3.9 9.9 1
3940F Plug Housing 3 3940F0300 7.92 13.9 1
4 3940F0400 11.88 17.8 1
5 3940F0500 15.84 21.8 1
6 3940F0600 19.80 25.7 1
7 3940F0700 23.76 29.7 1
8 3940F0800 27.72 33.7 1
B 9 3940F0900 31.68 37.6 1
A 10 3940F 1000 35.64 41.6 1
1 3940F 1100 39.60 45.5 1
P=3.96 20.6 12 3940F 1200 43.56 49.5 1
Ordering Information (Retainer)
N 1 I
g I @ . Dimension )
) Circuits Part No. A ) Figure
1 @ % i =3 7 39400200 | 3.96 | 121 ?
— 4 3 3940A0300 7.92 16.1 2
L \ 4 3940A0400 11.88 20.0 2
Circuit 1 > p 5 3040A0500 | 15.84 | 24.0 2
6 3940A0600 19.80 27.9 2
Material
FIG. 2 8.4 Part Material
L . - Housing Nylon 66 94V-0, Natural (White)
3940A Retainer i Retainer Nylon 66 94V-0, Light lvory
[ — <I‘|7
o
|| -
[a) + P <<
1] :
L
\
b— P
(=
I
P.C. Board Layout / Assembly Layout
Straight-Type Right-Angle Type
25.4 )
‘ 25.4
1 |
N -
3| =) | [womw] | = | =) | [Laem
bal
I g 5
k |
3940A 3940F 3941P 3940A 3940F 3942P
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3.96 Pitch 3940 SERIES CONNECTOR

LANDMN

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 10A AC/DC (AWG 16 / 2 Ports)

<> Voltage Range: 300V AC,DC
<> Withstand Voltage: 2200V AC/Minute

<> Contact Resistance: 10 mQ Max. before environment test

<> Insulation Resistance: 1000 M Min.
<> Temperature Range: -40°C to 105C

M Reference

<> Mates with 3941P, 3942P Headers
<> Use with 3943TF Terminal

< Certifications: TUV

FIG. 1
3940F Plug Housing

[

A Circuit 1

[ | =
bt
== -
-\
\
F
FIG. 2 8.4
3940A Retainer ‘ o
I — o
o
[ | -
e} + P <€
] :
e—J

P.C. Board Layout / Assembly Layout

3940A Retainer

3940F Plug Housing, Dual Row

Ordering Information (Plug Housing)

Circuits Part No. ADlmenS|onB Figure
4 3940F0410 3.96 9.9 1
6 3940F0610 7.92 13.9 1
8 3940F0810 11.88 17.8 1
10 3940F 1010 15.84 21.8 1
12 3940F 1210 19.80 25.7 1
14 3940F 1410 23.76 29.7 1
16 3940F 1610 27.72 33.7 1
18 3940F 1810 31.68 37.6 1
20 3940F2010 35.64 41.6 1
22 3940F2210 39.60 45.5 1
24 3940F2410 43.56 49.5 1
Ordering Information (Retainer)
Circuits Part No. ADlmensmnB Figure
2 3940A0200 3.96 12.1 2
3 3940A0300 7.92 16.1 2
4 3940A0400 11.88 20.0 2
5 3940A0500 15.84 24.0 2
6 3940A0600 19.80 27.9 2
Material
Part Material
Housing Nylon 66 94V-0, Natural (White)
Retainer Nylon 66 94V-0, Light lvory

1

Straight-Type
25.4
o == | [Lsom
T ==

3940A 3940F l 3941P L

CP-2010

Right-Angle Type

25.4

LANDEIRN]

13.7

X |
3940A 3940F

E27

3942P



Michele
Typewriter
WING ELECTRONIC S.R.L.  TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM


WING ELECTRONIC S.R.L. TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM

3.96 Pitch 3940 SERIES CONNECTOR

LANDMN

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

M Specifications

<> Current rating: 10A AC/DC (AWG 16 / 2 Ports)

<> Voltage Range: 300V AC,DC

<& Withstand Voltage: 2200V AG/Minute

<> Insulation Resistance: 1000 MR Min.

< Contact Resistance: 10 mQ Max. before environment test
< Temperature Range: -40C to 105C

<> Applicable PC Board Thickness: 1.6mm

M Reference
< Mated with 3940F Single-Row Plug Housing
< Certifications: TUV

Straight-Type
A Straight-Type

6.30
8.70

Circuit 1

™
N o~
s
2
. 14.6
Right-Angle Type -
Circuit 1 5 g
1
=
o
«5,
9.4

3941P, 3942P Single-Row Header

High-Temperature

Ordering Information

Silfeuiie Part Ng. Dimension
Straight Right Angle A B
2 3941P0201V | 3942P0201V | 3.96 9.4
3 3941P0301V | 3942P0301V | 7.92 13.4
4 3941P0401V | 3942P0401V | 11.88 17.3
5 3941P0501V | 3942P0501V_| 15.84 21.3
6 3941P0601V | 3942P0601V | 19.80 25.2
7 3941P0701V | 3942P0701V | 23.76 29.2
8 3941P0801V | 3942P0801V | 27.72 33.2
9 3941P0901V | 3942P0901V [ 31.68 37.1
10 3941P1001V | 3942P1001V_| 35.64 411
11 3941P1101V | 3942P1101V | 39.60 45.0
12 3941P1201V | 3942P1201V | 43.56 49.0
Material
Par t Material Remar k
Base Nylon 66 94V-0
Contact Brass, Matte Tin-Plated

3% Available P/N of Halogen-Free replacement:

3941P xx 01V -SNH

(xx :

3941P xx 01V —-SKNH

3942P xx 01V -SNH

3942P xx 01V —-SWNH

3% Available Product Number with Kink Type:
3941P xx 01V -SK (F1G.K)
3% Available Product Number with Kink and Peg Type:
3942P xx 01V -SW (FI1G.W)

NIIANYT

FIG. K
P/n: 3941Pxx01V-SK

T
g Uy g7

Circuit No.)

L 94
FIG. W
P/n: 3942Pxx01V-SW

P.C. Board Layout / Assembly Layout

Straight Type
25.4 ‘
|
1
O
3 =3 | [wom
s I=i0) A B
P=3.96 X i
A 3940A—/  3940F 3941P

Right-Angle Type

925

N
A -
P=3.96 \{% S

S a—
01211/, |

E28

254
1
=
‘ l .
3940A 3940F 3942pP
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3.96 Pitch 3940 SERIES CONNECTOR

LANDMN

3.96 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

M Specifications

<> Current rating: 10A AC/DC (AWG 16 / 2 Ports)

<> Voltage Range: 300V AC,DC

<& Withstand Voltage: 2200V AG/Minute

<> Insulation Resistance: 1000 MR Min.

< Contact Resistance: 10 mQ Max. before environment test
< Temperature Range: -40C to 105C

<> Applicable PC Board Thickness: 1.6mm

M Reference
< Mated with 3940F Dual-Row Plug Housing
< Certifications: TUV

B Straight-Type
A
P=3.96

N
e}

3941P, 3942P Dual-Row Header
High-Temperature

Ordering Information

Silfeuiie Part Ng. Dimension
Straight Right Angle A B
4 3941P0421V | 3942P0421V | 3.96 9.4
6 3941P0621V | 3942P0621V | 7.92 13.4
8 3941P0821V | 3942P0821V | 11.88 17.3
10 3941P1021V | 3942P1021V | 15.84 21.3
12 3941P1221V | 3942P1221V ] 19.80 25.2
14 3941P1421V | 3942P1421V | 23.76 29.2
16 3941P1621V | 3942P1621V | 27.72 33.2
18 3941P1821V | 3942P1821V | 31.68 37.1
20 3941P2021V | 3942P2021V | 35.64 411
22 3941P2221V | 3942P2221V_| 39.60 45.0
24 3941P2421V | 3942P2421V | 43.56 49.0
Material
Par t Material Remark
Base Nylon 66 94V-0
Contact Brass, Matte Tin-Plated

«
o o~
A
“of
O
| 14.6
Right-Angle Type ‘
Circuit 1 g
|
N LANDIZIR
®
e
|94 |46

3% Available P/N of Halogen-Free replacement:
3941P xx 21V -SNH ~ ( xx @ Circuit No.)
3941P xx 21V -SKNH
3942P xx 21V -SNH
3942P xx 21V —SWNH

3¢ Available Product Number with Kink Type:
3941P xx 21V -SK (FIG.K)

3% Available Product Number with Kink and Peg Type:
3942P xx 21V -SW (FIG.W)

NG

35

FIG. K
P/n: 3941Pxx21V-SK

P/n: 3942Pxx21V-SW

P.C. Board Layout / Assembly Layout

Straight Type Right-Angle Type
25.4 | 525 TemmeERRE
912TP. ‘ Y :
™
NG e | P=3.96 {? < |
I i X =
3 o == | [wem] | |eztel ] | 3 5 =) | [LOOER
- = - S -
o Dl
ST e ey TS T
A 3940A 3940F 3941P L‘ 3940A 3940F 3942P
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3.96 Pitch 3940 SERIES CONNECTOR LANDMN

3.96 mm Pitch Wire to Wire, Wire to Board Connector RoHS) [REACH] (LF] (HFA

3943TF Crimp Terminal

B Specifications

<> Current rating: 10A AC/DC (AWG 16 / 2 Ports)
<> Voltage Range: 300V AC,DC

<> Temperature Range: -40C to 105C

B Reference
<> Mates with 3940F Plug Housing

O
!
B ;
4.4 7
|
\

Ordering Information

Part Applicable Wire
Insulation | Q'ty / Reel
A Number AWG # 0.0, mi
* < 3943TF11R] 16 — 20 3.1 Max. 4.500
5
a Material
Par t Material
Phosphor Bronze,
S043TF11R Tin-Plated

% Halogen—free product
% Contact for more plating selection.

26
§ o —
IERVE
I
SECT A-A SECT B-B
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3.96 Pitch 3968 SERIES CONNECTOR LANDMN

3.96 mm Pitch Board-in Connector RoHS) (REACH] (LF) (HFA)

3968S Board-in Housing

B Specifications

<> Current rating: 5A AC/DC (AWG 20)

<> Voltage Range: 300V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Insulation Resistance: 1000 M & Min.

<> Contact Resistance: 10 mQ Max. before environment test
<> Temperature Range: -40°C to 100°C

<> Applicable Wire: AWG 16 to AWG 22

<> Applicable PC Board Thickness: 1.6mm

M Reference
<> Mates with 3969T Board-in Terminal

<> Certifications: UL , CSA . )
Ordering Information

Circuits Part No. Dimension
Housing A B
- 2 3968502 00 3.96 8.4
¢ 2z IMI 3 3968503 00 7.92 12.3
4 3968504 00 11.88 16.3
5 3968505 00 15.84 20.3
6 3968506 00 19.80 242
‘ ‘ 7 3968507 _00 23.76 28.2
4.5 8 3968508 00 27.72 32.1
B 9 3968509 00 31.68 36.1
A 10 3968510 00 35.64 401
P=3.9¢6 11 3968511 00 39.60 44.0
12 3968512 00 43.56 48.0
@Hﬁgﬁgﬁ 50 13 3968513 00 47 52 51.9
14 3968514 00 51.48 55.9
m 15 3968515 00 5544 59.9
Material
P=3.9 ©2.0 TYP. 2 Part Material
\'—'\ Wi Housing Nylon 66 94V-0, Natural (White)
T T
o-o-fe
L A |

Assembly Layout

3969T Board-in Terminal

W Reference
<> Mates with 3968 Board-in Housing

Ordering Information

Part Applicable Wire
Nutber NG # Insulation|Q'ty / Reel
0.0. mm
3969T012R 16 - 22 2.6 Max. 5,000
Material
Part Material Remark
3969T012R Brass, Tin-Plated

% Halogen-free product
% Contact for more plating selection.

SEC. A-A' SEC. B-B'
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