
4.2mm Pitch PCB and Wire Connectors 4.2mm Pitch PCB and Wire Connectors -- Standard ApplicationStandard Application
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4.2 mm Pitch Wire to Board, Wire to Wire Connector

4.2 Pitch 4200 SERIES CONNECTOR

E33

4200F Plug Housing

 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

 
Mates with 4200M Receptacle Housing

Use with 4203TF Terminal

Certifications: UL , CSA,TUV

4203TF Crimp Terminal
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4.2 mm Pitch Wire to Board Connector

4.2 Pitch 4200 SERIES CONNECTOR

E34

4200F Plug Housing

 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

 
Mates with 4200M Receptacle Housing

Use with 4203TF Terminal

Certifications: UL , CSA,TUV
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4.2 mm Pitch Wire to Wire Connector

4.2 Pitch 4200 SERIES CONNECTOR

E35

4200MA Receptacle Housing

4203TM Crimp Pin Contact Terminal

 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

Material: Nylon 66 UL 94V-0 / 94V-2

 
Mates with 4200F Plug Housing

Use with 4203TM Terminal

 
Mates with 4200M Receptacle Housing
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4.2 mm Pitch Wire to Wire Connector

4.2 Pitch 4200 SERIES CONNECTOR

E36

4200M Receptacle Housing (Dual)

 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

Material: Nylon 66 UL 94V-0 / 94V-2

 
Mates with 4200F Plug Housing

Use with 4203TM Terminal

Certifications: UL , CSA,TUV
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4.2 mm Pitch Wire to Wire Connector

4.2 Pitch 4200 SERIES CONNECTOR

E37

4200M Receptacle Housing

Blind-Mate / B-Series 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

 
Mates with 4200F Plug Housing

Use with 4203TM Terminal

Certification: UL, CSA

P.C. Board Layout / Assembly Layout
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4.2 mm Pitch Wire to Board Connector

4.2 Pitch 4200 SERIES CONNECTOR

E38

4201PA DIP Header

 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

Material of base : Nylon 66 94V-0, Natural

Material of contact: Brass, Tin-plated

 
Mates with 4200F Plug Housing

Certifications: UL , CSA, TUV
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4.2 mm Pitch Wire to Board Connector

4.2 Pitch 4200 SERIES CONNECTOR

E39

4201P DIP Header

 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

Material of base: Nylon 66 94V-0 / 94V-2, Natural

Material of contact: Brass, Tin-plated

 
Mates with 4200F Plug Housing

Certifications: UL , CSA,TUV

P.C. Board Layout / Assembly Layout
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4.2 mm Pitch Wire to Board Connector

4.2 Pitch 4200 SERIES CONNECTOR

E40

4201P, 4202P DIP Header

 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

Material of base: Nylon 66 94V-0 / 94V-2, Natural

Material of contact: Brass, Tin-plated

 
Mates with 4200F Plug Housing

Certifications: UL , CSA,TUV
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4.2 mm Pitch Wire to Board Connector

4.2 Pitch 4200 SERIES CONNECTOR

E41

4201P, 4202P DIP Header

 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

Material of base: Nylon 66 94V-0 / 94V-2, Natural

Material of contact: Brass, Tin-plated

 
Mates with 4200F Plug Housing

Certifications: UL , CSA,TUV

LF HFARoHS REACH
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4.2 mm Pitch Wire to Wire and  Wire to Board Connector

4.2 Pitch 4200 SERIES CONNECTOR

E42

4200F Receptacle Housing

Type-A 
Current rating: 8A AC/DC (AWG 16)

Voltage Range: 600V AC,DC

Withstand Voltage: 1500V AC/Minute

Contact Resistance: 10 m Max. before environment test

Insulation Resistance: 1000 M Min.

Temperature Range: -40 to 105

 
Mates with 4200M Type-B Receptacle Housing,

Mates with 4201P/4202P Header

Used with 4203TF Terminal

Certification: UL, CSA

P.C. Board Layout / Assembly Layout
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