WING ELECTRONIC S.R.L. TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM

7.5 — 5.0 Pitch 7500 SERIES CONNECTOR LANDWMN

7.5— 5.0 mm Pitch Wire to Board Connector RoHS) [REACH] (LF] (HFA

75008 Plug Housing

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Contact Resistance: 10 m 2 Max. before environment test
< Insulation Resistance: 1000 M & Min.

<> Temperature Range: -40C to 105°C

i,

5
B Reference \gg
<> Mates with 7501P, 7502P Headers
<> Use with 7503T Terminal
< Certifications: UL , CSA

Ordering Information

Circuits Part No. AD|menS|onB
2 7500502 10 7.5 12.5
o 3 7500503 10 12.5 17.5
Circuit 1 4 7500504 10 17.5 22.5
5 7500505 10 22.5 27.5
/ 6 7500506 10 27.5 32.5
O OO0 O 0
11 1 Y | R I O .
— Material
Part No. Material
75 5.0 TYP. Housing | Nylon 66 94V-0, Natural (White)
A
B
O OoQoo
= = -
! 2
A

7503T Crimp Terminal

B Reference
<> Mates with 3060S Type-3, 5080S Type-1/ Type-A, 7500S Housing

S , ,
ot Ordering Information
3 . Number AWG # 0.D. mn Reel
7503T012R 18 - 24 3.2 Max. 4,000
23 Material
- Part No. Material Remark
i ‘tJ 7503T012R | Brass, Tin-Plated
i N % Halogen-free product
SEC. B-B' % Contact for more plating selection.
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WING ELECTRONIC S.R.L. TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM

7.5 — 5.0 Pitch 7500 SERIES CONNECTOR

LANDMN

7.5 - 5.0 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 7A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Contact Resistance: 10 m 2 Max. before environment test
< Insulation Resistance: 1000 M & Min.

<> Temperature Range: -40C to 105°C

<> Applicable PC Board Thickness: 1.6mm

B Reference
<> Mates with 75008 Plug Housing
< Certifications: UL , CSA

Straight-Type
& o & & & g 1.14mm Square Pin
3.0/ 7.5
A
B
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sl

Right Angle-Type
1.14mm Square Pin
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! % % DL B 10.2 ‘ ‘54
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| |

7501P, 7502P Header

Ordering Information

Circuits Part No. Dimension
Straight [ Right Angle A B
2 7501P02 10T | 7502P02 10T 7.5 12.5
3 7501P03 10T | 7502P03 10T 12.5 17.5
4 7501P04 10T | 7502P04 10T 17.5 22.5
5 7501P05 10T | 7502P05 10T 22.5 27.5
6 7501P06 10T | 7502P06 10T 27.5 32.5
Material
Par t Material
Base Nylon 66 94V-0, Natural (White)
Contact Brass, Tin—Plated

P.C. Board Layout / Assembly Layout

Straight and Right Angle Type

7.5 ?1.8 TYP.

T
o476

5.0 TYP.

CP-2010
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WING ELECTRONIC S.R.L. TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM

7.5 — 5.0 Pitch 8556 SERIES CONNECTOR

LANDMN

7.5 - 5.0 mm Pitch Wire to Board Connector

RoHS) (REACH] (LF] (HFA)

B Specifications

<> Current rating: 5A AC/DC (AWG 18)

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Contact Resistance: 10 m Q Max. before environment test
<> Insulation Resistance: 1000 M Q Min.

<> Temperature Range: -25C t0 85C

B Reference

<> Mates with 7556P Headers
<> Use with 8553T Terminal
< Certifications: UL , CSA
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A 7.0
50 TYP. 7.5 6.3
Circuit 1 “"
—
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B Reference
<> Mates with 8556S Housing
o
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SEC. B-B'
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8556S Plug Housing

Ordering Information

Circuits Part No. ADlmensmnB
1 8556501 00 N/A 6.3
2 8556502 _00 7.5 12.5
3 8556503 00 12.5 17.5
4 8556504 00 17.5 22.5
5 8556505 00 22.5 27.5
6 8556506 00 27.5 32.5
Material
Par t Material
Housing Nylon 66 94V-0,Natural (White)

8553T Crimp Terminal

Ordering Information

Number AWG # Reel
0.0. mm
8553T012R 18 - 24 2.6 Max. 5,000
Part No. Material | Remark
8553T012R Brass, Tin-Plated
%% Halogen—free product
% Contact for more plating selection.
CP-2010
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WING ELECTRONIC S.R.L. TEL: +39 06.87.120.170 EMAIL: WINGELECTRONIC@WINGELECTRONIC.COM

7.5 — 5.0 Pitch 8556 SERIES CONNECTOR LANDWMN

7.5— 5.0 mm Pitch Wire to Board Connector RoHS) [REACH] (LF] (HFA

7556P Straight Header

W Specifications

< Current rating: 5A AC/DC

<> Voltage Range: 250V AC,DC

<> Withstand Voltage: 1500V AC/Minute

<> Contact Resistance: 10 m 2 Max. before environment test
< Insulation Resistance: 1000 M & Min.

<> Temperature Range: -25C t0 85C

<> Applicable PC Board Thickness: 1.6mm

B Reference
<> Mates with 8556S Housing
< Certifications: UL , CSA

Ordering Information

L Dimension
Circuits Part No. A )
2 7556P02 13T 7.5 12.5
3 7556P03 13T 12.5 17.5
« 4 7556P04 13T 17.5 22.5
v 5 7556P05 13T 22.5 27.5
6 7556P06 13T 27.5 32.5
7.5 SOTYP. Material
A Part Material Remark
Base Nylon 66 Plastics 94V-0 [Black Color
B Contact Brass, Tin-Plated
9% Available P/N of Halogen-Free replacement:
®R]O\?J?‘1d oin 7556P xx 13T-SNH ( xx : Circuit No.)

P.C. Board Layout / Assembly Layout

7.5 5.0 TYP. ®1.9 TYP.

|
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